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2.012.28.15PROJECT DESCRIPTIONKERNS RELIGIOUS LIFE CENTER

PROJECT DESCRIPTION
This project involves four different smaller projects; replacement of the existing steel windows, installation of a new roof top unit and
mechanical upgrades throughout the entire building to meet current energy and code requirements, a new outdoor terrace on the east
elevation, and miscellaneous interior finish upgrades.  Based on pricing, the following projects may or may not be phased:

Window Replacement
This project involves the removal of the original steel single-pane windows from the entire building with exception to the stained glass
windows on the North Elevation.  The new windows will be an aluminum window that matches the existing window frame width, design, and
color. All the new windows will be fixed.

Mechanical Upgrades
The existing building is currently heated with old fan coil units.  The units are in poor condition.  The project will remove these fan coil units
and install new forced air throughout the building to control humidity and temperature as well as meet current energy requirements.  As a
result, a new roof top unit will be required.  The new roof top unit will be situated on the roof on top of an approximately 18” high roof curb.
The roof top unit is a panelized, prefinished grey unit.  The roof top unit can be screened with a prefinished, louvered screen wall, however,
we are concerned this will be even more visible from across campus, as well as require guard rails on the roof for fall protection.  Our
recommendation is to install the panelized, prefinished roof top unit as close to the center of the roof to avoid the addition of guard rails and to
minimize the visual impact.

Outdoor Terrace
This project also involves removing the existing glass atrium, concrete walls, and steps on the east side of Kerns Religious Life Center. This
will allow for the installation of a new outdoor staircase and a reconfigured ramp to allow accessible entry into the building.  The terrace and
stair will be bordered by a new cast-stone balustrade that closely matches the original terrace construction (see photo from 1957 on page
10.1. The new terrace will be waterproofed and a new pedestal paver system will be installed on the walking surface to allow for proper
drainage.  In addition, 4 new decorative light fixtures will be installed flanking the windows to provide lighting to the terrace for security, as well
as weddings and other outdoor events.  The new terrace will be landscaped with evergreen “Wards Yew” and daylilies.  The center planter
will contain a Japanese maple tree for accent.

Interior Finish Upgrades
In addition to the exterior upgrades, a few minor interior finish upgrades will take place.  Most specifically, the existing Stegmoeller Room will
be updated with new finishes and lighting to host high-profile events within the building.
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4.012.28.15EAST ELEVATIONKERNS RELIGIOUS LIFE CENTER

 1/8" = 1'-0"4.0

1 KERNS EAST ELEVATION

CODED NOTES
311 PROVIDE NEW WINDOW TRIM TO MATCH EXISTING. BACK PRIME TRIM

PRIOR TO INSTALLATION. PAINT TRIM TO MATCH EXISTING.
312 NEW RETAINING WALL - REFER TO LANDSCAPE DRAWINGS
313 HANDRAIL/GUARDRAIL - REFER TO LANDSCAPE DRAWINGS
314 NEW PREFINISHED ALUMINUM GUTTER AT EDGE OF TERRACE -

EXTEND TO COPPER EXISTING DOWNSPOUT
315 NEW CAST-IN-PLACE CONCRETE STEPS - REFER TO STRUCTURAL

DRAWINGS
316 NEW CAST STONE BALUSTRADE
317 NEW PREFINISHED HANDRAIL
318 NEW WALL SCONCE - REFER TO ELECTRICAL DRAWINGS
319 NEW EXTERIOR DOOR - REFER TO PLANS AND DOOR SCHEDULE

CODED NOTES
135 NEW ROOF TOP UNIT - REFER TO MECHANICAL DRAWINGS.
306 NEW SKYLIGHT. PROVIDE NEW CURB AND REWORK EXISTING SLATE

ROOFING.
307 RECONFIGURE DOWNSPOUT AS REQUIRED. PROVIDE PVC DRAINAGE

BOOT AND TIE INTO DRAINAGE TILE.
308 PROVIDE WATERPROOFING AT EXISTING WALLS WHERE AREA IS

INFILLED - REFER TO LANDSCAPE DRAWINGS
309 REPLACE MASONRY AND MORTAR WHERE ATRIUM IS REMOVED.

MASONRY AND MORTAR TO MATCH EXISTING. MORTAR MIX TO BE
APPROVED BY ARCHITECT - PROVIDE SMALL TEST AREA FOR
APPROVAL

310 NEW GRANITE PANEL TO MATCH EXISTING.
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4.112.28.15WEST ELEVATIONKERNS RELIGIOUS LIFE CENTER

 1/8" = 1'-0"4.1

1 KERNS WEST ELEVATION

CODED NOTES
135 NEW ROOF TOP UNIT - REFER TO

MECHANICAL DRAWINGS.
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4.212.28.15NORTH ELEVATIONKERNS RELIGIOUS LIFE CENTER

 1/8" = 1'-0"4.2

1 KERNS NORTH ELEVATION

CODED NOTES
135 NEW ROOF TOP UNIT - REFER TO

MECHANICAL DRAWINGS.
303 NEW CAST STONE BALUSTRADE

POST
304 NEW MASONRY WALL - MASONRY

AND MORTAR TO MATCH EXISTING
312 NEW RETAINING WALL - REFER TO

LANDSCAPE DRAWINGS
316 NEW CAST STONE BALUSTRADE
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4.312.28.15SOUTH ELEVATIONKERNS RELIGIOUS LIFE CENTER

 1/8" = 1'-0"4.3

1 KERNS SOUTH ELEVATION

CODED NOTES
135 NEW ROOF TOP UNIT - REFER TO

MECHANICAL DRAWINGS.
301 EXISTING STAINED GLASS

WINDOW TO REMAIN. CAULK/SEAL
PERIMETER. PAINT FRAME TO
MATCH NEW WINDOWS.

302 BRICK OPENING - REFER TO
SHEET A110.

303 NEW CAST STONE BALUSTRADE
POST

304 NEW MASONRY WALL - MASONRY
AND MORTAR TO MATCH EXISTING

308 PROVIDE WATERPROOFING AT
EXISTING WALLS WHERE AREA IS
INFILLED - REFER TO LANDSCAPE
DRAWINGS

316 NEW CAST STONE BALUSTRADE
319 NEW EXTERIOR DOOR - REFER TO

PLANS AND DOOR SCHEDULE
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6.012.28.15ENLARGED TERRACE PLAN / LIGHTING INFOKERNS RELIGIOUS LIFE CENTER

 3/16" = 1'-0"6.0

1 KERNS TERRACE PLAN

CODED NOTES
203 RECONFIGURE DRAINAGE TILE AS REQUIRED.
207 UNIT PAVERS - REFER TO LANDSCAPE DRAWINGS.
209 NEW ALUMINUM WINDOW.
212 NEW EXTERIOR DOOR - REFER TO DOOR SCHEDULE.
213 CAST-IN-PLACE CONCRETE STEPS - REFER TO STRUCTURAL DRAWINGS.
214 CAST STONE BALLUSTRADE - REFER TO SECTION AND BALLUSTRADE DETAILS.
215 HANDRAIL TO MATCH STYLE OF RAMP HANDRAIL.
216 NEW WOOD FRAME WINDOW AND DOORS.
217 REFER TO FINISH PLAN FOR FINISH IN THIS ROOM.
218 PEDESTAL PAVER SYSTEM - REFER TO SECTION J11/A110. REMOVE EXISTING MASONRY NEAR

BASE OF PEDESTAL PAVER SYSTEM IN ORDER TO RUN WATERPROOFING UP EXISTING WALL.
REPLACE MASONRY TO MATCH EXISTING.

220 NEW PREFINISHED ALUMINUM GUTTER ALONG PERIMETER OF TERRACE. TIE GUTTER TO
RECONFIGURED COPPER DOWNSPOUT

221 REFER TO DOOR SCHEDULE FOR THRESHOLD TREATMENT.
222 NEW FAN COIL UNIT - REFER TO MEP DRAWINGS.
223 PATCH WALL WHERE FAN COIL REMOVED TO MATCH EXISTING.
224 NEW GRANITE PANEL AND TRIM TO MATCH EXISTING.
225 FOLDING DOOR TO REMAIN.
226 NEW WALL SCONCE - REFER TO LIGHTING PLAN.

PROPOSED LIGHT FIXTURE
Crenshaw Lighting, Bracket Wall Sconce, or equal
Model #3608-WEC3, Finish to match existing

EXISTING LIGHT FIXTURE
Existing Light on West Elevation to remain
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6.112.28.15SCREENING PLANKERNS RELIGIOUS LIFE CENTER

 3/32" = 1'-0"6.1

1 KERNS ROOF PLAN

CODED NOTES
018 RECONFIGURE EXISTING DOWNSPOUTS AND DOWNSPOUT BOOTS TO CONNECT

TO DRAINAGE TILE, AT DISTURBED AREAS AT PERIMETER OF BUILDING,
TYPICAL. REFER TO LANDSCAPE PLANS FOR EXTENT.

110 NEW SKYLIGHT.
134 REFER TO MEP DRAWINGS FOR EXTENT OF ROOF PENETRATIONS.
135 NEW ROOF TOP UNIT - REFER TO MECHANICAL DRAWINGS.
136 OPTIONAL ROOF TOP UNIT SCREEN WALL LOCATION.

ROOF TOP UNIT SCREENING
The proposed roof top unit could be
screened with a prefinished louvered roof
screen wall.  However, we are concerned
that the screen wall will push the roof
equipment closer to the roof edge, bringing
additional attention to the roof equipment, as
well as requiring the installation of fall
protection (guard rails) around the entire
unit.

The roof top unit, by Trane, is a prefabricated
panelized unit that is finished Grey.



2" x 2" x 1/4" HSS
GALVANIZED PIER
ANCHORAGE

PIER BASE

3/8" DIAMETER X 4"
STAINLESS STEEL
DOWELS, TYPICAL

PIER CAP

KEYSLOT

CAP RAIL

3/8" DIAMETER X 4"
STAINLESS STEEL DOWELS
AT FLOOR AT EACH END

3/8" DIAMETER X 4"
STAINLESS STEEL
DOWELS AT ENDS

3/8" DIAMETER
X 4" STAINLESS
STEEL DOWELS

1" DIAMETER WEEPS AT
12" O.C. TYPICAL

BASE RAIL

3/8" DIAMETER
STAINLESS STEEL
DOWELS BETWEEN
EACH BALUSTRADE

BALLUSTER

BALUSTRADE
INTERMEDIATE

7.012.28.15MATERIALS LIST & DETAILSKERNS RELIGIOUS LIFE CENTER

BRICK VENEER:
All brick veneer is to match existing color, size, texture, pattern, and mortar color.

CAST STONE BALUSTRADE & ACCENTS:
Cast stone balustrade and cast stone accents to be "Sandstone" by Custom Cast Stone, or equal.  Refer to details of balustrade below. Sample provided.

TERRACE PAVERS:
Terrace paver system pavers to be Hanover Architectural Products, or equal. Color to be Limestone Gray, Tudor Finish. Sample provided.

WINDOWS:
Windows to be Graham Architectural Products aluminum windows, or equal. Color to be "Light Seawolf" to match the existing window color. Window color sample provided.

HANDRAILS:
See details on this sheet. This handrail matches other handrails on campus. Handrails to be painted black.

EXTERIOR MATERIAL LIST:

 3/4" = 1'-0"7.0

1 BALUSTRADE DETAIL



8.012.28.15RENDERING LOOKING SOUTHWESTKERNS RELIGIOUS LIFE CENTER



8.112.28.15RENDERING LOOKING NORTHWESTKERNS RELIGIOUS LIFE CENTER



8.212.28.15SIMULATED VIEW OF RTU LOOKING NORTHKERNS RELIGIOUS LIFE CENTER



8.312.28.15SIMULATED VIEW OF RTU LOOKING EASTKERNS RELIGIOUS LIFE CENTER



9.012.28.15EXISTING CONDITION PHOTOSKERNS RELIGIOUS LIFE CENTER



9.112.28.151953 HISTORIC PHOTOKERNS RELIGIOUS LIFE CENTER

Historic photo from 1953 showing original balustrade/terrace design


