
 

NOTICE OF PUBLIC MEETING 
CITY OF BEXLEY 

PLANNING COMMISSION 
 
The Bexley Planning Commission will hold a Public Meeting on the following application 
on Monday, July 25, 2016 at 6:00 p.m., in the City Council Chambers, Bexley Municipal 
Building, 2242 East Main Street. 
 
SPECIAL NOTE  TO  THE  APPLICANT:     Number  6  of  the  Rules  and  Regulations  of  the 
Planning Commission reads:  The applicant or an authorized representative shall attend 
the  meeting.    The  Commission  may  dismiss,  without  hearing,  an  application  if  the 
applicant or authorized representative is not in attendance. 
 

a. Application No.:  14‐006             
  Applicant:    Mark Ford Associates ‐ Gramercy   

Owner:    The Gramercy, LLC 
Location:    2412‐2418 E. Main Street (Northwest corner of Main & Cassady) 
     
Request:  The applicant is seeking review and approval of  awnings     

and landscaping  at  the above noted location. 
 
 
   

 
A copy of the application is available for review in the Building Department office during 
the hours of 8:00  a.m.  to 4:00 p.m. Monday  thru  Friday.    If  you have  any questions, 
please call the Bexley Building Department at 559‐4240. 
 
   
                Mailed by: 07‐11‐16 
 
 
 







 

Columbus Office: Pittsburgh Office: Cleveland Office: 
150 East Broad Street 395 E. Waterfront Drive 23240 Chagrin Blvd, Ste 400 
Columbus, Ohio 43215 Homestead, PA 15120 Beachwood, Ohio 44122 
(614) 221-1818 (412) 464-8933 (216) 454-2500 
(614) 221-6374 (412) 464-2994 (216) 454-0116 

 
Project Name: Submittal Log# 
Project Number: Spec #/Sub. Section: 
Required Date of Return: Type of Submittal: 
Description: 

 

 
Contractor Review: 
This review is general and in accordance with Contract Documents review criteria. Contractor/Construction Manager's review and approval for submission to the 
Architect/Engineer shall not relieve Subcontractor/Supplier from complying with all requirements of the Contract Documents. 

 

Project Manager: Date Reviewed: 
Notes: 

 

 Architect Review:  

Approved 
Furnish As Corrected 
No Exceptions Taken 
Not Reviewed 
Rejected 
Reviewed 
Revise and Resubmit 

Notes: 
 
 
 
 

 Engineer/Consultant Review:  

Approved 
Furnish As Corrected 
No Exceptions Taken 
Not Reviewed 
Rejected 
Reviewed 
Revise and Resubmit 

Notes:  
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AMERISTARFENCE.COM  |  888-333-3422

FENCE PRODUCTS



2 Learn more online at ameristarfence.com or by calling 888-333-3422 ECHELON PLUS ®  |  Ornamental Aluminum Fence 

Echelon Plus has taken the quality and performance of 
aluminum ornamental fencing to a higher level.

Today, the damage potential that threatens fences has 
increased significantly in probability and destructive force.  
Echelon Plus is designed with the long-term durability to 
withstand rigorous environments. 

The cross-section of the Echelon Plus rail is reinforced 
with an internal web that significantly increases strength, 
particularly against forces acting horizontally.  This added 
strength, coupled with an improved post design, powder-
coated finish, and fully welded gates, guarantees years 
of maintenance-free service and value.

.75"sq x .045" wall PICKETS  |  1.4375" x 1.25" x (.090" side / .060" top) ForeRunner™ RAILS 
2.5"sq x .060" POSTS w/reinforced internal web

Echelon ForeRunner ®

Internal Locking System
Internal rod is tamper proof  
and pickets cannot be removed

Retainer rod is hidden and rail has a 
“good neighbor” appearance

Retainer goes through two walls of 
picket, yielding twice the support

Competitors U-Channel
Removable Tek Screws

Picket attachment can easily be compromised 
with simple tools

Exposed Tek screw detracts from a smooth 
architectural profile

Tip of Tek screw barely engages one wall  
of picket

THE ECHELON PLUS DIFFERENCE

j

j

j

j

j

j



ECHELON PLUS ®  |  Ornamental Aluminum Fence 3

NO RIVETS. NO SCREWS. NO WELDS.

VS

REINFORCED POST 
Center rib increases strength against 
wind loading and other horizontally  
applied forces

FORERUNNER ™ RAIL
“U” Channel is a specifically formed,  
high strength architectural shape

PANEL BRACKET
Universal Boulevard™ Bracket enables  
easy installation while allowing for  
adjustment of panel height and positioning

GROMMET
Aesthetic appearance while  
preventing moisture collection

INTERNAL RETAINING ROD
Variable pitch connection system 
provides ease of installation, high angle 
biasability and eliminates unsightly 
external fasteners

INCREASED SECURITY
The ForeRunner Rail with internal retaining rod  
prevents the attachment from being compromised.  
Fasteners are not exposed

AESTHETIC DETAILS
“Good Neighbor Design” rod follows ForeRunner 

centerline providing a clean and uninterrupted look,  
void of visible screws or rivets

HIGH FUNCTIONALITY
Biasability at a minimum of 25% that requires no  
additional assembly 25%

j

j

j



4 Learn more online at ameristarfence.com or by calling 888-333-3422 ECHELON PLUS ®  |  Ornamental Aluminum Fence 

MAJESTIC™

Echelon Plus Classic style boasts traditional extended pickets 
with an arrow-shaped spear.  These pointed pickets act as a visual 
warning to potential intruders.

3 Rail / 4 Rail options available
Flush or Standard bottom options available

Echelon Plus Genesis has sleek lines of unaltered square pickets 
that are reminiscent of solid vertical bar wrought iron.  The 
extended flat-topped tips can also be accented with decorative 
finials to enhance the fence design.

3 Rail / 4 Rail options available
Flush or Standard bottom options available

Echelon Plus Majestic has a contemporary feel that incorporates 
a flush top rail which produces a stately and streamlined 
appearance.  This fence style highlights the landscape by blending 
with the surrounding architectural design.

3 Rail / 4 Rail options available
Flush or Standard bottom options available

j

j

j

j

j

j

GENESIS ™

CLASSIC™
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ECHELON PLUS ®  |  Ornamental Aluminum Fence 5

ROYALTY RINGQUAD FLARE TRIAD BUTTERFLY
SCROLL

FLORENTINE
SCROLL

BALL CAP

CONQUEROR™

ADORNMENTS

COLORS

BLACK BRONZE WHITE

WARRIOR ™

Echelon Plus Conqueror marries the best of classic style with 
modern design. The spear tipped tops mingle below the clean 
line of a straight rail. 

3 Rail / 4 Rail options available
Flush or Standard bottom options available

Echelon Plus Warrior adds complexity and elegance with 
alternating picket heights, bringing a higher level of 
sophistication to any fence system. 

3 Rail / 4 Rail options available
Flush or Standard bottom options available

j

j

j

j
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6 Learn more online at ameristarfence.com or by calling 888-333-3422 ECHELON PLUS ®  |  Ornamental Aluminum Fence 

In many cases, particularly in relation to safety or 
containment of small pets, a narrower space between pickets 
may be necessary.  Echelon Plus Puppy Panels reduce the 
space between pickets to less than 2" up to a height of 2' 
above ground. 

PUPPY PANELS

POWDER COATED SUPERIOR FINISH

Echelon features a state of the art polyester powder coating system that provides a durable and 
scratch resistant finish.  This eco-friendly process provides years of long-lasting durability and 
maintenance-free ownership.

LIFETIME LIMITED WARRANTY

The Echelon families of aluminum fencing products are manufactured from superior quality 
materials by skilled craftsmen with the highest standards of workmanship in the industry.  
Ameristar is confident in offering Echelon with a limited lifetime warranty, backed by over 30 years 
of demonstrated excellence in manufacturing of ornamental fence.

DOMESTIC MANUFACTURING

Ameristar is committed to providing products that are manufactured in the USA.  We have made 
significant investments in technology, process improvement, and employee training in an effort 
to secure American jobs and combat inferior import products.  

GENESIS ™MAJESTIC™CLASSIC™
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ECHELON PLUS ®  |  Ornamental Aluminum Fence 7

Echelon Plus gate options vary from swing gates for pedestrian 
or vehicle entry to sliding entry gates for high functioning 
points of entry.  Each of these gate systems are individually 
constructed with the highest level of craftsmanship to provide 
project specific performance. 

GATE SYSTEMS

ESTATE GATE

TRANSPORT ® SLIDING GATE ESTATE GATE

ARCHED GATE

WALK GATEWALK GATE

brhoads
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AMERISTARFENCE.COM  |  888-333-3422

FENCE PRODUCTS

WHY CHOOSE AMERISTAR?

KNOWLEDGE & EXPERIENCE
Ameristar was chartered 30 years ago in response to the demand by consumers and specifiers 
for specialty fence products.  Ameristar offers an aesthetically pleasing product that is 
both high in quality and affordability.  This has been achieved by maximizing high-volume 
productivity, increasing product design strength, and promoting simplistic installation.

PROVEN CAPABILITY
Ameristar’s integrated in-house process and extensive raw material inventory results in much 
improved productivity and availability compared to the competition.  By having a vast finished 
goods inventory, Ameristar is capable of delivering finished products faster than competitors who 
sublet the majority of their operations.

INDUSTRY LEADERSHIP
Over the years Ameristar has continually raised the bar across the board in the manufacturing of 
high quality, innovative fencing products.  Our demonstrated commitment to upholding higher values 
translates into superior products that go far beyond merely meeting minimum industry standards.

Part #9729  |  Revised 02/2014

Ameristar's world headquarters, manufacturing  &  coil processing facilities in Tulsa, Oklahoma, USA.
LEGEND
★  Ameristar Headquarters
 ●  Sales & Service Centers

j

j

j
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                       110’-8"

              T.O. NOM. 8" CMU

                              

HOT-DIP. GALV. ADJUST. WALL 

TIES @ 16" O.C. (HORIZ. & 

VERT.) - TYP.

BRICK WATERTABLE COURSE 

(BRK-1)

CONT. MORTAR NET ABOVE 

PERMA-BARRIER THRU-WALL 

FLASHING w/ LOUVERED WEEP / 

VENT CELLS @ 16" O.C.

FINISH GRADE TO SLOPE 

AWAY FROM BUILDING - SEE 

CIVIL SHTS.

102’-0"                                  

B.O. BRICK WATERTABLE     

                                   

C.I.P. CONCRETE FOOTING - 

SEE STRUCT. SHTS. FOR 

REINFORCING

MODULAR BRICK VENEER 

w/ AIRSPACE (BRK-1)

MODULAR BRICK VENEER 

w/ AIRSPACE (BRK-1)

MODULAR BRICK VENEER 

w/ AIRSPACE (BRK-1)

MODULAR BRICK VENEER 

w/ AIRSPACE (BRK-1)

                       100’-0" (782.40’)

                 CONCRETE SLAB

                       (SLOPES)

                                  98’-0"

       T.O. C.I.P. CONC. FT’G.

                               

6" CMU - GROUT TOP COURSE 

SOLID - SEE STRUCT. SHTS.

8" INTEGRALLY COLORED CMU - 

GROUT TOP COURSE SOLID - 

SEE STRUCT. SHTS. FOR REINF. 

& GROUTING - TYP.

HOT-DIP. GALV. HORIZ. JOINT 

REINFORCING @ 16" O.C. (VERT.) - 

SEE STRUCT. SHTS. FOR VERT. 

REINFORCING - TYP.

1/2" EXPANSION JOINT MATERIAL 

w/ SEALANT

8" CMU - SEE STRUCT. SHTS. 

FOR REINFORCING & GROUTING -

TYP.

                       107’-0"

              T.O. NOM. 8" CMU

                              

5’-0"

PREFIN. METAL (24 GA) 5" 

OGEE GUTTER w/ FLANGE 

(MTL-1)

PREFIN. METAL CLAD 2 x 8 

PPT WOOD FASCIA TRIM 

BOARD (MTL-1) 

PREFINISHED METAL DRIP 

EDGE FLASHING (MTL-1)

SNOW / ICE GUARDS AT NORTH 

FACE - STAGGER INSTALLATION

PREFIN. METAL STANDING 

SEAM ROOF SYSTEM RIDGE 

CLOSURE (SS-1)

PREFIN. METAL STANDING SEAM 

ROOF SYSTEM o/ LAYER GRACE 

ICE & WATER SHIELD o/ 1 1/2" 

(22 GA) METAL DECK (SEAMS 

1" HIGH AND 18" O.C.) (SS-1)

STEEL BENT PLATE o/ STEEL 

PLATE - PAINT - SEE STRUCT. SHTS. 

STEEL BENT PLATE o/ STEEL 

BEAM - PAINT - SEE STRUCT. 

SHTS. 

3" 1’-0"

12

8

8" C.I.P. CONCRETE PAD PER 

GENERATOR MANFG. SPECS.

4
"

4" CONCRETE SLAB w/ W.W.F. o/  

COMPACTED GRANULAR FILL - 

SLOPE 1/4" PER FOOT TO GATE 

OPENING

SCALE: 1/2" = 1’-0"   
G  

WALL SECTION                                      
SCALE: 1/2" = 1’-0"   

H  
WALL SECTION                                      

SCALE: 1/2" = 1’-0"   
J  

WALL SECTION                                      
SCALE: 1/2" = 1’-0"   

K  
WALL SECTION                                      

<

<

5" FULL SURFACE HINGE,

STANLEY CB 1991 (US32D) -

(2) PER POST

GALV. STEEL PIPE FRAME

w/ DIAGONAL TENSION ROD

AND TURN BUCKLE

2x6 P.P.T. WOOD FRAMING

- PAINT - TYP.

<

4" DIA. GALV. STL. POST

W/ GATE HINGE - EMBED IN 

14" DIA. x 3’-6" CONC. FTG. LINE OF ROWLOCK 

BELOW

4" UTILITY BRICK 

VENEER w/ 8" CMU 

BACK-UP - TYP.

GROUT END CORE SOLID 

WITH VERTICAL REINFORCING

6" CONCRETE FILLED 

STL. BOLLARD - PAINT 

(PT-1) - SEE DETAIL 

E/SD-1.1

1’
-
0

"

1’-0"3’-0"4"

1’-0"

SCALE: 1" = 1’-0"     
F  

ENCLOSURER DETAIL                                 

CEMENT BOARD NOM. 6" 

VERT. SIDING & NOM. 4"  

PERIMETER TRIM BOARD 

o/ 3/4" EXT. GRADE 

PLYWOOD - PAINT (PT-1)

6  

SD-1.2

UTILITY 
ENCLOSURE

PLAN, ELEVATIONS, 
& SECTIONS

1  

6  
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