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Luminaire Schedule

Symbol Label Quantity Manufacturer Catalog Number Description Lamp
Number

Lamps
Filename

Lumens Per

Lamp
Light Loss Factor Wattage

m3
8 INSIGHT LIGHTING MVW/3.5/40K/45/U/CES/48/INT-

-1/W  7-4' fixtures for a run

length of 28'

2-1/2"L. X 49-1/4"W. X 4"H. LED

FIXTURE CLEAR LENS

1 MVWII 3.5 40K 45 U

CES 48 INT-1 W.ies

921.5668 0.95 16.28

D425
5 V2 C4CM N  30 83 40 25 N xx xx Core 400 3000 lumen with 25° beam

spread

"Xicato XSM80xx-3000-C -

typical module at 70C, 1050mA,

80CRI(min)"

1 CORE 400_3000lm_25

degree.IES

3000 0.95 45

FLW

2 BEGA-US 77 699 4-1/8"DIA. X 5-7/8"H. FLOODLIGHT

LUMINAIRE 18 4000K LEDS WITH PURE

ANODIZED ALUMINUM REFLECTOR

CLEAR TEMPERED GLASS LENS

1 77699.IES 628 0.95 11.6

w1

2 Xicato Inc, San Jose, CA

USA

(http://www.xicato.com

)

"XSM80xx-1000-C with XSA-11

(43deg 70mm Plastic refflector) -

- typical module at 70C and

1050mA"

"XSM80XX-1000-C with XSA-11 (43deg

70mm Plastic reflector)"

"Xicato XSM80xx-1000-C -

typical module at 70C, 1050mA,

80CRI(min)"

1 CORE 300 1000lm

80CRI 40deg.IES

1000 0.95 13

W3

2 Xicato Inc, San Jose, CA

USA

(http://www.xicato.com

)

"XSM80XX-2000-C with XSA-12

(59deg_70mm Plastic reflector) -

- typical module at 70C and

1050mA"

"XSM80XX-2000-C with XSA-12

(59deg_70mm Plastic reflector)"

"Xicato XSM80XX-2000-C -

typical module at 70C, 1050mA,

80CRI(min)"

1 CORE 300 2000lm

80CRI 60deg.IES

2000 0.95 29

Current View

m3

D425D425

FLW FLW
m3m3m3m3m3m3 m3

W3 W3w1 w1

D425D425 D425

Plan View

Note

1.  Surface mounted downlight D425 is mounted to the ceiling of entrance

2.  Fixture Type W1 and W3 (up/down fixture)  is mounted where existing wall brackets
are installed

3.  Fixture type FLW is mounted on the outside edge of the M4 fixture and aimed into the
Pedimont

4.  Fixture type M4 is mounted 24" from face of sign and aimed 40° upward

5.  Rendering represents illumination on building face at half the expected life of LED's.
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ITEM SPECIFICATION

LIGHT SOURCE 3.5W/FT, 7W/FT, 11W/FT, 15W/FT

OPTICS

  7° X 60°    15° X 60°    30°X 60°           45°X 60°                     60°X 60°                                          100°X 100°                       Asymmetric

COLOR TEMPERATURES 2700K, 3000K, 3500K, 4000K, Static Red, Static Green, Static Blue, Static Amber

CRI 82

PERFORMANCE

3.5W/
current ASHRAE 
requirements

WHITE (4000K) - 48" FIXTURE

FIXTURE WATTAGE OPTICS LUMENS EFFICACY (lm/W) MAX CANDELA (CD / m2)

3.5 W/FT
3.5 W/FT
3.5 W/FT
3.5 W/FT
3.5 W/FT  
3.5 W/FT  

7 W/FT
   7 W/FT
   7 W/FT
   7 W/FT
   7 W/FT

7 W/FT
11 W/FT
11 W/FT
11 W/FT
11 W/FT
11 W/FT
11 W/FT
15 W/FT
15 W/FT
15 W/FT
15 W/FT
15 W/FT
15 W/FT

7°
15°
30°
45°
60°

100°
7°

15°
30°
45°
60°

100°
7°

15°
30°
45°
60°

100°
7°

15°
30°
45°
60°

100°

1073
  966
  982
  920

858
1500
2146
1931
1963
1840
1717
2950
3292
2962
3011
2822
2634
4100
4608
4147
4215
3950
3686
5740

75 lm/W
67 lm/W
68 lm/W
64 lm/W
60 lm/W

107 lm/W
75 lm/W
67 lm/W
68 lm/W
64 lm/W
60 lm/W

105 lm/W
75 lm/W
67 lm/W
68 lm/W
64 lm/W
60 lm/W

103 lm/W
78 lm/W

 70 lm/W
71 lm/W
67 lm/W
62 lm/W

100 lm/W

12011 CD / m2

6202 CD / m2

3559 CD / m2

1423 CD / m2

721 CD / m2 
522 CD / m2

19000 CD / m2 
9811 CD / m2

5630 CD / m2

2251 CD / m2

1140 CD / m2

1180 CD / m2

38245 CD / m2

19748 CD / m2

11332 CD / m2

4531 CD / m2

2295 CD / m2

1180 CD / m2

54636 CD / m2

28212 CD / m2

16189 CD / m2

6473 CD / m2

3278 CD / m2

1180 CD / m2

LUMEN MAINTENANCE 75,000 hrs L70 75,000 hrs L70

ELECTRICAL AC LINE VOLTAGE 120V OR 277V

POWER SUPPLY INTEGRAL TO THE LUMINAIRE

CONTROL Dimming 0-10V, DMX, EcoSystem, DALI

PHYSICAL HOUSING

DIMENSIONS HEIGHT X WIDTH X LENGTH:  3-3/8" X 2-3/4" X 12"/ 24" / 36" / 48"

LENS Tempered glass

OPERATING TEMPERATURE -20° C to 50° C

CERTIFICATION ETL & cETL approved for wet locations
IP 67  
Meets 3G ANSI C136.31 Vibration standard for bridge applications
IK07 Impact Rating

IP67 IK07 AN S I
C136.31

3GRoHS
COMPLIANT

WARRANTY 5 YEAR LIMITED

All MEDLEY® products are tested to IES LM-79, LM-80 and ANSI C78.377A standards
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EXTERIOR - LEADER CABLES

ACL-5-B 5’ BLACK LEADER CABLE - For line voltage only, REQUIRED for connection at the start of each run.

EXTERIOR - JUMPER CABLES

ACJ-2-B 2’ BLACK JUMPER CABLE - For line voltage only

ACJ-5-B 5’ BLACK JUMPER CABLE - For line voltage only

ACJ-10-B 10’ BLACK JUMPER CABLE - For line voltage only

ACJ-25-B 25’ BLACK JUMPER CABLE - For line voltage only

MVWII

ORDERING INFORMATION
Wattage

W/Ft
LED 

Color/CCT
Optics Light 

Direction
Mounting Nominal

Length

Voltage &
Wiring Method

Control Options Finish Options

MVWII

MEDLEY  
VIEW II
SERIES

WHITE U = Uplight

D = Downlight 

CONCEALED WIRE 
MOUNTING OPTIONS

SMSCW = Surface

EASCW-X
                       X = Arm Length

CDSCW = Conduit

EXPOSED WIRE 
MOUNTING OPTIONS

SMS = Surface

SMSS = Surface Side Mount

FMS

FMSS 

EAS-X
                X = Arm Length

EXA-X 
                Side Mount  
                X = Arm Length

CDS = Conduit Mount 
  

 Single 

12"
24"
36"
48"

12" 

are not 
available 

with 

wire 
mounting 
options

INT1 = 120V 
integral power 

INT2 = 277V  
power supply 

ACV1 = 120V 
feed thru 
wiring for end-

connection

ACV2 = 277V 
feed thru wiring 
for end-to-end 

-
tion 
   

 
wire mounting 

options 
with ACV1,  

ACV2 require an 
AC Leader 
Cable at the 

beginning of a 

See below.

Load not to 

for all wiring 
methods

NO = No dimming

DIM = 0-10V dimming

DALI = Dali dimming

DMXDM = DMX 

LES = Lutron Ecosystem 
1% dimming

Dimming controls are 
required. 

Order separately.

TW

TBL

TBR 

TLB

TN

TS

CC = Custom Color 

Contact 
factory for custom 
colors.  Additional 

charges will 
apply.

NO = No Options

VS = Visor 

LV = Louver 

SN = Snoot

WL = White diffusing 
lens  

DV = Direct View 
Lens 

WL & DV lens 
options are   

available with 100° 
optics only.

CRF = Corrosion 
Resistant Finish

3.5  
7
11
15

27K 
30K
35K 
40K 

7°
15°
30°
45° 
60°
100°
ASY

STATIC COLORS 

3.5  
7
11
15

R = Red
G = Green
B = Blue
A = Amber

7°
15°
30°
45° 
60°
100°
ASY

3.5W meets current ASHRAE 
requirements
  

6" ARM
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SMSCW - SURFACE MOUNT, CONCEALED WIRE

3 3/4"
SQUARE

4 3/8"
SQUARE

 DIM B 

   4.0 J-BOX )

2X RECESSED
WET RATED

J-BOX
(BY OTHERS)

LC

4X .28 HOLES FOR
1/4-20 FASTENERS

( MOUNTING HOLES
  ARE EXTERNAL
  TO STANDARD

BY OTHERS, 2 PLACES

LC

ACV FIXTURE MOUNT DETAIL - SQUARE CANOPY

210°
ROTATION  

4 7/8"
AT MAX

ROTATION

210°
ROTATION

4 7/8"
AT MAX

ROTATION

3 3/4"
SQUARE

4 3/8"
SQUARE

 DIM B 

RECESSED
WET RATED

J-BOX
(BY OTHERS)

LC

4X .28 HOLES FOR
1/4-20 FASTENERS

( MOUNTING HOLES
  ARE EXTERNAL
  TO STANDARD
   4.0 J-BOX )BY OTHERS, 2 PLACES

C

INT FIXTURE MOUNT DETAIL - SQUARE CANOPY

L

INT - FRONT VIEW

 DIM B 

 DIM A  14" 

12" FLYING LEAD 

INT- LEFT SIDE VIEW

 2 3/4" 

 4 5/8" 

 3 5/8" 

 7" 

SQUARE
4 1/2"

 5" 

MVWII SMS MOUNT CW ACV AND INTSMS-CW 
SQUARE CANOPY

FIXTURE LENGTH 24" 36" 48"
DIM A 24-3/4" 36-3/4" 48-3/4"
DIM B 14-7/8" 26-7/8" 38-7/8"

INT - RIGHT SIDE VIEW

BOTH LOCATIONS REQUIRE MOUNTING
LEFT HAND POWER FEED ONLY WIRING

INT - TOP VIEW
REQUIRES J-BOX FOR 
MOUNTING & WIRING

 DIM B 

 DIM A 

BOTH MOUNTS REQUIRE
J-BOX FOR MOUNTING
THRU WIRING - IN/OUT

ACV - FRONT VIEWACV- LEFT SIDE VIEW ACV - RIGHT SIDE VIEW

7" 7" 

 14" 

ACV - TOP VIEW
REQUIRES J-BOX FOR 
MOUNTING & THRU 
WIRING (IN/OUT)
IN THE J-BOX

7" 7" 

3 3/4"
SQUARE

4.375
[ 4 3/8" ]
SQUARE

J-BOX
(BY OTHERS)

WET RATED
 RECESSED4X .28 HOLES FOR

1/4-20 FASTENERS
BY OTHERS, 2 PLACES

12” ACV FIXTURE MOUNT DETAIL-SQUARE CANOPY

( MOUNTING HOLES
  ARE EXTERNAL
  TO STANDARD
   4.0 J-BOX )

 3 3/8" 

2X 12" FLYING LEAD 

 2 3/4" 

 4 5/8" 

 3 5/8" 

 7" 

SQUARE
4 1/2"

 5" 

 3 3/8" 
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EASCW - EXTENDED ARM MOUNT, CONCEALED WIRE

 DIM B 

 DIM B 

3 3/4"
SQUARE

4 3/8"
SQUARE

 DIM B 

   4.0 J-BOX )

2X RECESSED
WET RATED

J-BOX
(BY OTHERS)

LC

4X .28 HOLES FOR
1/4-20 FASTENERS

( MOUNTING HOLES
  ARE EXTERNAL
  TO STANDARDBY OTHERS, 2 PLACES

LC

ACV FIXTURE MOUNT DETAIL - SQUARE CANOPY

3 3/4"
SQUARE

4 3/8"
SQUARE

 DIM B 

  ARE EXTERNAL
  TO STANDARD
   4.0 J-BOX )

RECESSED
WET RATED

J-BOX
(BY OTHERS)

LC

4X .28 HOLES FOR
1/4-20 FASTENERS

( MOUNTING HOLES

BY OTHERS, 2 PLACES

C

INT FIXTURE MOUNT DETAIL - SQUARE CANOPY

L

INT - FRONT VIEW

 DIM A 

INT - RIGHT SIDE VIEW

12" FLYING LEAD STANDARD

INT - LEFT SIDE VIEW

6", 12", 18"
SPECIFY

 7" 

SQUARE

 4 3/4" 

4 1/2"

 2 3/4" 

BOTH LOCATIONS REQUIRE MOUNTING
LEFT HAND POWER FEED LOCATION ONLY

INT - TOP VIEW

ACV - FRONT VIEW

 DIM A 

ACV - RIGHT SIDE VIEW
2X 12" FLYING LEAD STANDARD

ACV - LEFT SIDE VIEW

 2 3/4" 

 4 3/4" 

SPECIFY
6", 12", 18"

 7" 
4 1/2"

SQUARE

EAS-CW MVWII EXA MOUNT CW - CONCEALED WIRING
SQUARE CANOPY

FIXTURE LENGTH 24" 36" 48"
DIM A 24-3/4" 36-3/4" 48-3/4"
DIM B 14-7/8" 26-7/8" 38-7/8"

210
ROTATION

4 3/4"
AT MAX

ROTATION

210
ROTATION

4 3/4"
AT MAX 

ROTATION

BOTH MOUNTS REQUIRE
J-BOX FOR MOUNTING

AND THRU WIRING, IN/OUT

ACV - TOP VIEW

MVWII EAS-CW MOUNT EAS-CW 
SQUARE CANOPY
12” FIXTURE- CONCEALED WIRING

FIXTURE LENGTH 12"
DIM A 14"
DIM B N/A

 14" 

 7"  7" 

REQUIRES J-BOX
FOR MOUNTING & 
WIRING

 7"  7" 

REQUIRES J-BOX
FOR MOUNTING & 
WIRING

3 3/4"
SQUARE

4 3/8"
SQUARE

J-BOX
(BY OTHERS)

WET RATED
2X RECESSED4X .28 HOLES FOR

1/4-20 FASTENERS
BY OTHERS, 2 PLACES

ACV 12” FIXTURE MOUNT DETAIL - SQUARE CANOPY

( MOUNTING HOLES
  ARE EXTERNAL
  TO STANDARD
   4.0 J-BOX )

 14" 
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CDSCW - CONDUIT MOUNT, CONCEALED WIRE - INT1, INT2

 2 7/8" 

 2 7/8" 

210°
ROTATION

4 7/8"
AT MAX

ROTATION

ROTATION
AT MAX

4 7/8"

210°
ROTATION 

3/4" CONDUIT BY OTHERS

2X 12" FLYING LEAD STANDARD
                indicate additional length

ACV - LEFT SIDE  VIEW

 4 5/8" 
 3 3/8" 

 2 3/4" 

 5 1/2" 

ACV - FRONT VIEW

 DIM A 

 DIM B 

 DIM B 

 DIM A 

           indicate additional length
12" FLYING LEAD STANDARD

3/4" CONDUIT BY OTHERS

INT - LEFT SIDE  VIEW

 5 1/2"  4 5/8" 

 2 3/4" 

 3 3/8" 

                         CW = CONSEALED WIRING
   MVWII CONDUIT MOUNT ACV & INT 

CDS-CW

FIXTURE LENGTH 24" 36" 48"
DIM A 24-3/4" 36-3/4" 48-3/4"
DIM B 14-7/8" 26-7/8" 38-7/8"

ACV - RIGHT SIDE VIEW

INT - RIGHT SIDE VIEW

BOTH KNUCKLES REQUIRE 3/4"
CONDUIT FOR MOUNTING

LEFT HAND PF ONLY WIRING

INT - FRONT VIEW

 DIM B  5"  5" 

INT - TOP VIEW

BOTH KNUCKLES REQUIRE 3/4"
CONDUIT FOR MOUNTING

THRU WIRING - IN/OUT WIRING

ACV - TOP VIEW
 DIM B  5"  5" 

 1 1/4" 

 1 3/4" 

3/4-14 NPT THD  .50 1/2"
THREAD DEPTH

MOUNT KNUCKLE DETAIL

 14"

 7"  7" 

KNUCKLES REQUIRE 3/4"
CONDUIT FOR MOUNTING
THRU WIRING - IN/OUT WIRING

 ACV 

CDS-CW
MVWII 12” CONDUIT MOUNT 
ACV & INT 
CW = CONSEALED WIRING

FIXTURE LENGTH 12"
DIM A 14"
DIM B N/A"

 14"

 7"  7" 

INT
KNUCKLE REQUIRE 3/4"

CONDUIT FOR MOUNTING
LEFT HAND PF ONLY WIRING



Submitted by 

Job Name: 
MONTROSE ELEMENTARY

Catalog Number:
MVWII-3.5-40K-45-EASCW-6"-48"-
INT(1)-DIM-TS
Notes: 

Type: 

M3
LU16-32134

MEDLEY® VIEW II
EXTERIOR - INTEGRAL POWER SUPPLY 

WHITE LIGHT & STATIC COLORSSHAPING THE EXPERIENCE OF LIGHT

Insight Lighting 
www.insightlighting.com                          

April 7, 2016
6 of 10

SMS - SURFACE MOUNT, EXPOSED WIRE

SMS-S - SURFACE MOUNT, SIDE MOUNT, EXPOSED WIRE

 DIM B Min 

 DIM B/2 

180°
ROTATION

4 3/4"
AT MAX

ROTATION

 1 1/4" 

 DIM B Min 

 DIM B/2 

180°
ROTATION

ACV - LEFT SIDE VIEW

 2 1/4" 

 4 3/4" 
 3 3/8" 

 2 3/4" 

 6 3/8" 

ACL
REQUIRED
ORDERED 
SEPARATELY

ACV - FRONT VIEW

 DIM B Max 

1 1/8"
1.250 THRU HOLE 

RECOMENDED

 DIM A 

RIGHT SIDE VIEW

CL

 2" 

 2 1/8" 

 2 3/8" 

 1 3/4" 

 4X 1/4" 

LC

INT - FRONT VIEW

 48" 

 DIM A 

 DIM B Max 

3/8"
.50 THRU HOLE
RECOMENDED

INT - LEFT SIDE VIEW
 2 3/4" 

 4 3/4" 

 2 1/4" 

 3 3/8" 

 6 3/8" 

INT - TOP VIEW

MOUNTING 
ORIENTATIONS
ALL VERSIONS

INT - RIGHT SIDE VIEW

4 3/4"
AT MAX

ROTATION

 2 3/4" 

 4 3/4"  5 7/8" 

 3" 

 3 3/8" 

 2 3/4" 

 4 3/4" 
 5 7/8" 

 3" 

 3 3/8" 

* mount dimensions tolerance +/- 1/2" variation may result in an unbalanced fixture

L

SMS

C

FASTENERS 

  MVWII SMS MOUNT ACV AND INT

4X 1/4-20 

BY OTHERS

MOUNT BRACKET DETAILS

FIXTURE LENGTH 24" 36" 48"

DIM A 24-3/4" 36-3/4" 48-3/4"
DIM B Min / Max * 7"  /  10" 12"  /  22" 18"  /  34"

ACV - TOP VIEW

 DIM B Max 

 DIM B Min 

 DIM B Max 

 DIM B Min 

 4 1/8" 

250°
ROTATION MAX 4 1/4" 

CL

C

ACL
REQUIRED
ORDERED
SEPARATELY

L

 DIM A 

1 1/8"
1.250" THRU HOLE

RECOMENDED

 6 1/8" 

 2 3/4" 

 4 1/2" 

 3 1/2" 

FIXTURE LENGTH 24" 36" 48"
DIM A 24-3/4" 36-3/4" 48-3/4"

DIM B Min / Max 5 1/2" /  7 1/2" 9 1/2 "  /  19 1/2 " 15 1/2"  / 31 1/2"

INT - FRONT VIEW
 DIM A 

 48" 

3/8"
.50 HOLE

OR CONDUIT
RECOMENDED

 4 1/2" 

 3 1/2" 

 6 1/8" 

 2 3/4" 

MOUNT BRACKET DETAILS

 2" 

 1 3/4" 

 2 1/2" 

 2 1/4" 

4X 1/4"
4X 1/4-20 FASTENERS
BY OTHERS

ACV DOWNLIGHT
LEFT SIDE VIEW

INT - UPLIGHT
LEFT SIDE VIEW

250°
ROTATION MAX

ACV - UPLIGHT
LEFT SIDE VIEW ACV - FRONT VIEW

SMS-S   MVWII SMS MOUNT ACV AND INT

INT - DOWNLIGHT
LEFT SIDE VIEW
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FMS - FIXED MOUNT, EXPOSED WIRE 

 1 1/8" 

 DIM B Min 

 DIM B/2 

 DIM B Min 

 DIM B/2 

C
FMS

FASTENERS 
 MVWII FIXED MOUNT ACV AND INT

L

MOUNT BRACKET DETAILS

4X 1/4-20 

BY OTHERS

* mount dimensions tolerance +/- 1/2" variation may result in an unbalanced fixture

FIXTURE LENGTH 24" 36" 48"
DIM A 24-3/4" 36-3/4" 48-3/4"

DIM B Min / Max 5"  /  8" 10"  /  20" 16"  /  32"

 1 3/4" 

 1 3/4" 

 2 1/4" 

 3 1/4" 

 4X 1/4" 

NO ROTATION

FIXTURE CAN BE 
MOUNTED

IN ANY POSITION

ACV - LEFT SIDE VIEW

 4 1/2" 

 2 3/4" 

 3 3/4" 
LC

ACL
REQUIRED
ORDERED
SEPARATELY

ACV - FRONT VIEW

 DIM B Max 

 DIM A 

1 1/8"
1.25 THRU HOLE

RECOMENDED

INT - FRONT VIEW

CL

 DIM B Max 

 48" 

3/8"
.50 THRU HOLE
RECOMENDED

INT - LEFT SIDE VIEW

FIXTURE CAN BE 
MOUNTED

IN ANY POSITION
NO ROTATION

 2 3/4" 

INT - TOP VIEW

 3 3/4" 

3/8" EACH SIDE
 DIM A 

ACV - TOP VIEW

 3 3/4" 

4X 3/8"
EACH SIDE

 4 1/2" 

 3 3/4" 

FMSS - FIXED MOUNT, SIDE MOUNT, EXPOSED WIRE 

 4 1/8" 

 DIM B Max 

 DIM B Min 

 DIM B Max 

 DIM B Min 

 4 1/4" 

FMS-S MVWII

MOUNT BRACKET DETAILS

FIXTURE LENGTH 24" 36" 48"
DIM A 24-3/4" 36-3/4" 48-3/4"

DIM B Min / Max 5 1/2" /  7 1/2" 9 1/2 "  /  19 1/2 " 15 1/2"  / 31 1/2"
 1 1/4" 

1/4" (

 1/4" 

.281) THRU
FOR 1/4-20 FLAT HEAD 
FASTENERS BY OTHERS 2 3/4" 

 1 1/4" 

2X 

 5/8" 

FIXTURE CAN BE MOUNTED 
IN ANY POSITION NO ROTATION

INT - FRONT VIEW

 48"  

RECOMENDED
OR CONDUIT

3/8"
.50" HOLE 

 DIM A 

 3 1/2" 

 3" 
 2 3/4" 

LC

L

ACL
REQUIRED
ORDERED

SEPARATELY

C

 DIM A 

1 1/8"
1.250" THRU HOLE 

RECOMENDED

 3" 

 2 3/4" 

 3 1/2" 

INT - LEFT SIDE VIEW

ACV - FRONT VIEWACV - LEFT SIDE VIEW

FIXTURE CAN BE MOUNTED 
IN ANY POSITION NO ROTATION
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EAS - EXTENDED ARM MOUNT, EXPOSED WIRE

 DIM B Min 

 DIM B/2 

 4 3/8" 

 2 3/8" 

 DIM B Min 

 DIM B/2 

 - MVWII EAS ACV AND INT

* DIM B mount dimensions tolerance +/- 1/2" variation may result in an unbalanced fixture

EAS

FIXTURE LENGTH 24" 36" 48"
DIM A 24-3/4" 36-3/4" 48-3/4"

DIM B Min / Max 5 1/2" /  7 1/2" 9 1/2 "  /  19 1/2 " 15 1/2"  / 31 1/2"

LC

ACL
REQUIRED
ORDERED
SEPARATELY

ACV - FRONT VIEW

 DIM B Max 

 DIM A 

1 1/8"
1.250 THRU HOLE

RECOMENDED

ACV - RIGHT SIDE VIEW

BY OTHERS

4X 1/4-20 
FASTENERS 

4 3/4"  

  4X 1/4" 

CL

INT - FRONT VIEW

 48" 

.50 THRU HOLE
RECOMENDED

 DIM B Max 

3/8"

 DIM A 

ACV - LEFT SIDE VIEW

SPECIFY
6", 12", 18"

 4 3/4" 
 7 1/8" 

4 3/4" 

 3 3/8" 

 

 2 3/4" 

INT - RIGHT SIDE VIEWINT - LEFT SIDE VIEW

 3 3/8" 

 2 3/4" 

 4 3/4" 

4 3/4" 

SPECIFY
6", 12", 18"

 

 7 1/8" 

210
ROTATION

4 7/8"
AT MAX

ROTATION

210
ROTATION  

4 7/8"
AT MAX

ROTATION

EXA - EXTENDED ARM MOUNT, SIDE MOUNT, EXPOSED WIRE

310°
ROTATION MAX

 DIM B Min 

 DIM B Min 

 4 3/8" 

 2 3/8" 

BOTH ACV AND INT

 3 1/2" 

 4 1/2" 

 3" 

 4 3/4" 

6",12",18"
SPECIFY
LENGTH

 2 3/4" 

EXA-S MVWII

FIXTURE LENGTH 24" 36" 48"
DIM A 24-3/4" 36-3/4" 48-3/4"

DIM B Min / Max 5 1/2" /  7 1/2" 9 1/2 "  /  19 1/2 " 15 1/2"  / 31 1/2"

same arm mount dimensions
field reverseable fixture and L-bracket
INT and ACV

CL

L

ACL
REQUIRED
ORDERED

SEPARATELY

C

 DIM A 

 DIM B Max 

1 1/8"
1.250" 

THRU HOLE
RECOMENDED

 DIM A 

 DIM B Max 

 48" 

3/8"
.50 HOLE OR

CONDUIT
RECOMENDED

MOUNT BRACKET DETAILS

4 3/4"  

4X 1/4"
4X 1/4-20 
FASTENERS
BY OTHERS

 3" 
 2 3/4" 

 4 1/2" 

 3 1/2" 

6",12",18"
SPECIFY
LENGTH

 4 3/4" 

 4 1/4" 

 4 1/8" 

INT - UPLIGHT, SIDE VIEW INT - FRONT VIEW INT - DOWNLIGHT, SIDE VIEW

ACV - UPLIGHT, SIDE VIEW ACV - FRONT VIEW
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CDS - CONDUIT, EXPOSED WIRE

4 7/8"
AT MAX

ROTATION

210°
ROTATION

 DIM B Min 

4 7/8"
AT MAX 

ROTATION

210°
ROTATION

 DIM B Min 

CL

ACV - RIGHT SIDE VIEW

C

ACV - FRONT VIEW

ACL
REQUIRED
ORDERED
SEPARATELY

L

 DIM B Max 

1 1/8"
1.250" HOLE

RECOMENDED

 DIM A 

3/4" CONDUIT BY OTHERS

INT - LEFT SIDE  VIEW

 3 3/8" 
 4 3/4" 

 2 7/8" 

 2 3/4" 

 5 5/8" 

3/4-14 NPT THD  .50

 1 1/4" 

 1 3/4" 

INT - RIGHT SIDE VIEWINT - FRONT VIEW

 DIM A 

 48" 

 DIM B Max 

3/8"
.50" HOLE 

OR CONDUIT
RECOMENDED

3/4" CONDUIT BY OTHERS

ACV - LEFT SIDE  VIEW

 5 5/8"  4 3/4" 

 2 3/4" 

 2 7/8" 

 3 3/8" 

MOUNT KNUCKLE DETAIL

* DIM B mount dimensions tolerance +/- 1/2" from center, variation may result in an unbalanced fixture

CDS MVWII CONDUIT MOUNT ACV AND INT 

FIXTURE LENGTH 24" 36" 48"
DIM A 24-3/4" 36-3/4" 48-3/4"

DIM B Min / Max 5 1/2" /  7 1/2" 9 1/2 "  /  19 1/2 " 15 1/2"  / 31 1/2"

1/2"
THREAD DEPTH

INT - TOP VIEW

BOTH KNUCKLES REQUIRE 3/4"
CONDUIT FOR MOUNTING ONLY

( EXPOSED WIRING )

 ACV 
BOTH KNUCKLES REQUIRE 3/4"
CONDUIT FOR MOUNTING ONLY

( EXPOSED WIRING )

ACV - TOP VIEW
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LOUVER DIMENSIONS

VISOR DIMENSIONSVISOR DIMENSIONS

48"

LEFT SIDE VIEW

LVR INSTALL DIMENSIONS
36"24"

and multiple runs

* FIELD INSTALLABLE
* applies to all versions

13 1/4"LVR LENGTH
48-3/4"36-3/4"24-3/4"14"DIM A

48"36"24"12"FIXTURE LENGTH

 2X 3/8" 

 2 1/8" 

 7/8" 

 4 1/4" 

FRONT VIEW

 LVR LENGTH 
 1 1/8" 

 DIM A 

 1 1/8" 

TOP VIEW

FRONT VIEW 1 FOOT

 1'1 1/4" 

 DIM A 

FIXTURE LENGTH 24"12"

VSR INSTALL DIMENSIONS
* FIELD INSTALLABLE
* applies to all versions

and multiple runs

47-7/8"35-7/8"23-7/8"13 1/8"VSR LENGTH
48-3/4"36-3/4"24-3/4"14"DIM A

48"36"

LEFT SIDE VIEW

 4 1/4" 

 7/8"  10° 

FRONT VIEW

 DIM A 

 VISOR LENGTH 

TOP VIEW

STABILIZER 
( INTEGRAL TO VISOR DESIGN )

2 FT = 1 (SHOWN)
3 FT = 2
4 FT = 3

FRONT VIEW 1 FOOT

 1'1 1/8" 

 DIM A 

SNOOT DIMENSIONS

FRONT VIEW 1 FOOT

 LVR-SNOOT LENGTH 

 DIM A 

SIDE RAILS WELDED IN PLACE
ENTIRE ASSY PAINTED

LVR-SNOOT MOD INSTALL DIMENSIONS

 DIM A 

 LVR-SNOOT LENGTH 

   and multiple runs
* applies to all versions
* FIELD INSTALLABLE

FIXTURE LENGTH 12" 24" 36" 48"
DIM A 14" 24-3/4" 36-3/4" 48-3/4"

LVR-SNOOT LENGTH 13 1/4" 24" 36" 48"

 2X 1/4" 

 4 1/4"  3 3/8" 

 2 3/4" 

 7/8" 

 2 3/8" 
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TM CORE 400 CX
surface mount

Source Xicato XTM LED module - up to 5000 lumens

C.C.T. 2700K, 3000K, 3500K or 4000K

Color Consistency 1x2 SDCM (MacAdam) along BBL, CCT +/- 40K to 70K, Duv +/- .001

CRI (Ra)

Driver / Location

Input Voltage

Material

Finish

Weight

Location

Approvals

L80 Life

Warranty

IES Files

83 or 98

Included / Internal with remote or deep canopy options

Up to 57 watts max, depending on LED module / driver

100 to 277VAC, phase dimmable versions are 120VAC only

CNC machined aluminum with stainless steel hardware

Powder coat - TGIC polyester for exterior and interior use

11.5 lb. [5.2 kg]

Listed for Wet & Damp locations

ETL Listed to UL 1598, 2108, 8750 and CSA C22.2# 9 & #250.0

> 50,000 hours at 80% lumen maintenance based on IESNA LM-80-08

Lifetime Limited Warranty - see warranty for details

SPECIFICATIONS

PROJECT

v2Light ingGroup.com   1

Power

ORDERING LOGIC

Driver Mounting

Model Location Dimming Location Output CRI * C.C.T. Reflector Cutout Shell Heat Sink Options

C4CM - - - -

N=Internal N=None D=Damp 07=700 lm 83=83 27=2700K 11=11° ** N=None XX XX
R=Remote P=Phase W=Wet 10=950 lm 98=98 * 30=3000K 25=25° R=Round

D=Deep V=0-10V 13=1300 lm 35=3500K 41=41° S=Square

     Canopy Z=Other 20=2000 lm 40=4000K 51=51° D=Dual

30=3000 lm BF=Baffle** Z=Custom

40=4000 lm

50=5000 lm

** Not available with wet location

Example Part Number: C4CM-NND-13832741-RS3A6

CORE 400 CX Surface Mount - INternal Driver, No Dimming, Damp Location - 1300 lm, 83 CRI, 2700K, 41° Reflector - Round Cutout, S3 Red Shell, A6 Black Heatsink

Color

(see chart on 
page 4) 

ZZ=Custom 

* 98 CRI not available 
in 4000 or 5000 lm

Job

Type

Part #

Notes

4001580

LOCATION
WET!"# DIMMABLEI N D O O R

OUTDOOR

Dimming 0-10V or phase dimming to 10% standard; DALI, DMX and 1% dimming available 

GroupLighting

N V W 30 83 40 25 N A2



Submitted by 

Job Name: 
MONTROSE ELEMENTARY

Catalog Number:
C4CM-N-V-W-30-83-40-25-N-A2

Notes: 
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TM

Order Code V = 0-10V dimming to 10%

LES1 CRI Lumens2, 3 Wattage4 (W) Efficacy5 (lm/W) Order Code P = Phase dimming to 10%

700 5.6 129 Compatible with both forward and
950 8.2 118 reverse phase dimmers

1300 11.7 111 eldoLED 0-10V, DALI, or DMX dimming to 0%
2000 19.5 102 Lutron Hi-lume™ A-series, EcoSystem or
3000 29.3 102 forward phase dimming to 1%

4000 39.1 102
5000 46.8 107
700 7.4 97 * Standard LED drivers are suitable for Wet Location
950 10.9 89 * Optional LED drivers are suitable for Damp Location

1300 15.6 83 * For EM applications:

2000 26.4 76 All LED drivers may be used with 3rd party inverter style systems

3000 34.1 88
1 LES: Light Emitting Surface diameter
2 ±10%
3 Source lumens - see photometrics on page 3 for LOR to calculate delivered lumens
4 Maximum luminaire wattage including LED driver = LED wattage x 1.2
5 Higher efficacies are available via lower drive currents - consult factory

Lutron Hi-lume™ 5-series, EcoSystem dimming to 5%

Optional LED Drivers*

Ra = 98
R9  90

R15  95 

19mm11°, 25°, 41°,
51° & 83°

Reflector
Option

LED Specifications

Standard LED Drivers* 
(included in base price)

Ra = 83 ± 3

LED OPTIONS

DIMENSIONS

v2Light ingGroup.com   2

CONTROL OPTIONS

CORE 400 CX
surface mount

CUTOUT OPTIONS

None
Order Code = N

Round
Order Code = R

Square
Order Code = S

Dual
Order Code = D

Custom
Order Code = Z

CUTOUT O

None CustomDualSquare

OPTIONS

Round

O

16.2"

 6" 

Standard shallow canopy for remote
or internally mounted LED drivers

0.3"

 5" 

Optional deep canopy for
canopy mounted LED drivers

Order Code = D
Diameter depends on LED driver size

2.4"

 5" or 6"

Not to scale, dimensions are nominal
Consult factory for CAD drawings

All canopies fit standard 3.5" and 4"
round and octagonal junction boxes

GroupLighting
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TM

PHOTOMETRICS

v2Light ingGroup.com   3

Reflector
Baffle BF

The Reflector Baffle replaces the
standard reflector.

50% of the luminaire’s output is
reflected back up into the fixture
to uplight the visible heat sink.

Remaining output is a soft, wide
distribution.

Easy twist-lock installation.

Beam Shaping Options

Add the order code shown below to the options box at the end of the part number:

Order Code Description

     -HL Honeycomb Louver
     -DF Diffusion Lens
     -SF Satin finish on any standard reflector
     -LS Linear Spread Lens (60° x 1°)
     -WW Wall Wash Lens (shifts beam 20° from vertical)

Beam 
Angle

Order 
Code

Intensity Plot (cd)
(3000lm)

Polar Plot (cd)
(3000lm)

Cone Diagram
(3000lm)

Description

11° 11

0

7375

14750

22125

29500 0 30

5900

60

11800

90

17700

23600

29500

5'

Illuminance at Center

1178 fc

Beam Diameter

1.0'

10' 295 fc 1.9'

15' 131 fc 2.9'

20' 74 fc 3.8'

CBCP = 29,547 cd
Beam Angle = 11°

Beam = full width @ 50%
Field = full width @ 90%

25° 25

0

1950

3900

5850

7800 0 30

1560

60

3120

90

4680

6240

7800

5'

Illuminance at Center

311 fc

Beam Diameter

2.2'

10' 78 fc 4.5'

15' 35 fc 6.7'

20' 19 fc 8.9'

CBCP = 7,785 cd
Beam Angle = 25°

Beam = full width @ 50%
Field = full width @ 90%

41° 41

0

1300

2600

3900

5200 0 30

1040

60

2080

90

3120

4160

5200

5'

Illuminance at Center

205 fc

Beam Diameter

3.7'

10' 51 fc 7.4'

15' 23 fc 11.1'

20' 13 fc 14.8'

CBCP = 5,127 cd
Beam Angle = 41°

Beam = full width @ 50%
Field = full width @ 90%

51° 51

0

900

1800

2700

3600 0 30

720

60

1440

90

2160

2880

3600

5'

Illuminance at Center

143 fc

Beam Diameter

4.8'

10' 36 fc 9.6'

15' 16 fc 14.4'

20' 9 fc 19.1'

CBCP = 3,564 cd
Beam Angle = 51°

Beam = full width @ 50%
Field = full width @ 90%

83° 83

0

475

950

1425

1900 0 30

380

60

760

90

1140

1520

1900

5'

Illuminance at Center

72 fc

Beam Diameter

8.9'

10' 18 fc 17.8'

15' 8 fc 26.7'

20' 5 fc 35.6'

CBCP = 1,802 cd
Beam Angle = 83°

Beam = full width @ 50%
Field = full width @ 90%

LM-79-08 IES files available at www.v2LightingGroup.com/downloads

Field Angle = 59° 

LOR = 87.5 %

Field Angle = 23° 

LOR = 89.1 %

Field Angle = 62° 

LOR = 82.4 %

Field Angle = 76° 

LOR = 83.0 %

Field Angle = 96° 

LOR = 84.8 %

CORE 400 CX
surface mount

GroupLighting
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TM

v2Light ingGroup.com   4

C1 
Polished

C2
Brushed 

A2 
Champagne

A3
Light 
Bronze

A4
Medium 
Bronze

A5
Dark Bronze

A1
Clear Silver

A6
Black

M2 
Sea Foam

M3
Forest Gray

M5
Gunmetal
Gray

M6
Dove Gray

M1
Pearl

M7
Old Copper

M4
Charcoal
Gray

M8
Old Brass

L2 
Gloss
Light Gray

L3
Gloss
Dark Gray

T1
Textured
Matte White

T2
Textured
Matte 
Light Gray

L1
Gloss White

T3
Textured
Metallic
Dark Gray

L4
Gloss Black

T4
Textured
Matte Black

S2 
Deep
Orange

S3
Red

S5
Violet

S6
Deep Blue

S1
Light
Orange

S7
Sky Blue

S4
Burgundy

S8
Bright Green

Clear 
Aluminum

Anodized
Effect

Metallic

Basic

Sparkle

The complete range of powder coat colors from Tiger Drylac is available - consult factory
Custom match powder coat colors are available - consult factory
Printed or on-screen colors are only approximations - consult v2 Color Chip Set Rev.4 before specifying

COLOR OPTIONS

CORE 400 CX
surface mount

GroupLighting
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100W 
18.5W REPLACES

Inc.

18.5W REPLACES

TITANIUM LED SERIES 2.0TITANIUM LED CRISP SERIES

A21 PRODUCT FEATURES

80

100

60

40

20
R1       R2       R3       R4        R5       R6       R7       R8       R9      R10     R11    R12     R13     R14        

CRI CRI Values R1-R14

4    4   

This A21 meets the new ENERGY STAR® V1.1 requirements for 
omnidirectional bulbs by providing 330° of evenly distributed light 
intensity.  In the 135° to 180° zone, this lamp emits 65% more 
lumens than what is required by ENERGY STAR, providing a fuller 
light than other LED A-lamps.
  
     

The CRISP SERIES A21 18.5W lamp features a typical CRI 90, R9 
60 and R13 90, providing crisp and vibrant colors across the whole 
spectrum.  Its exceptional R9-R14 values (R9 & R13) provide redder 
reds, natural looking skin tones and whiter whites. 
 
This lamp meets the California Quality Specification which requires 
a CRI of 90+ and demands color temperatures fall within a 4-step 
Macadam ellipse to ensure minimal color deviation across lamps.

Omnidirectional Lighting

CRI & CA Quality Specification

O
th

er 
LED Light Distribution 240°

G
R

EE
N

 C
R

EA
TIV

E Omnidirectional Light D
istribution 

330°

80% Energy Savings

$211 Savings 
per lamp*

A21 18.5W DIM.

WARRANTY

YR

5

25,000 H

86

90

Omnidirectional: 330° beam angle

Exceptional color rendering 90 CRI

Exceptional efficacy 86 LPW in Warm White

Suitable for use in totally enclosed fixtures 

Richer reds and natural skin tones (R9 60, R13 90)

Tight LED binning for consistent CCT across all lamps

DIMMABLE

www.greencreative.com / info@greencreative.com  -  Tel / Fax: (866) 774-5433  -      / GREENCREATIVELED          / GClightingLED            / GREEN CREATIVE

ENCLOSED** 

CRISP

        /

TM 21 IES
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General Lighting UplightingDownlighting UplightingDownlightingGeneral Lighting

APPLICATIONS

*** List of tested dimmer switches available on website 
**** Suitable for damp locations. Not for use where directly exposed to weather or water 

* Savings per lamp based on $0.11 / kw energy cost, 12 hrs / day lamp usage, $2 
incandescent with 1000-hr lifetime, $29 LED with 25,000-hr lifetime
** Suitable for use in totally enclosed fixtures

*** Li f d di i h il bl b i* S i l b d $ / k h / d l $

SPECIFICATIONS

Product

Model                         

Type

Base

Power (W)

Voltage - Frequency

Color Temp. (ANSI)

CRI (Ra) (typ.)

R9 / R13 (typ.)

Typical lumens (lm)

Efficacy (LPW)

Beam Angle

Dimmable

Power Factor

Rated Lifetime - L70  (hrs.)

Dia. x MOL

Weight (lb. / g)

A21

E26

18.5

120V 60Hz

Warm White 2700K

90

60 / 90

1600

86

330°

Yes***

0.9

25,000

2.55"x5.00" (65x127mm)

0.50lb. / 227g

16329

18.5A21DIM/927

TITANIUM LED CRISP SERIESA21 18.5W DIM.

R
ef

.:#
D

S
08

3-
A

21
-1

8.
5W
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H
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  PRODUCT SPECIFICATIONS

IllumaTech® 
Preset Slide 
& Rotary 
Controls

APPLICATIONS

To simplify inventory, IllumaTech® Slide and Rotary Controls 
are designed for both single pole (one location) and 3-way 
(two location) applications. IllumaTech Preset Slide Controls 
feature a smooth, captured slide bar for fine adjustment of 
lighting levels and an easy to use push button that provides 
preset ON/OFF switching. Color change kits simplify inven-
tory by diminishing the need for stocking separate devices  
in every color. Additionally, the IPL06 features a future-proof 
dimming platform that is compatible with incandescent and 
dimmable LED and CFL lamps.

IllumaTech slide controls include LED, CFL, magnetic  low 
voltage, electronic low voltage and fluorescent lighting 
dimmers, as well as full range and quiet fan speed controls. 
IllumaTech Rotary Controls combine the ease of a traditional 
rotary knob with the contemporary look of Decora®. They 
are perfect for specifiers, lighting designers and engineers 
who require reliable performance and a modern rotary  
look. Rotary controls include push on/push off dimmers  
in illuminated and non-illuminated versions, as well as  
quiet fan speed controls and a combination dimmer/ 
fan speed control.

FEATURES AND BENEFITS
    LED Illuminates when load is off (select models)  
    Provide single pole (one location) or 3-way (two 

location) lighting control when used with a 3-way switch
    Attractive styling coordinates perfectly with  

Leviton’s complete line of Decora wiring devices
    Compatible with Decora Plus™ screwless and Decora 

standard designer wallplates
    Built-in radio/TV interference filter
    Fit easily into a standard wallbox and are suitable for 

multi-gang installations
     IllumaTech controls come packaged with six product 

options in each box for superior versatility; 3 changeable 
color faces and single pole or 3-way control

Ill
um
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Leviton Mfg. Co., Inc. 
201 North Service Road, Melville, NY 11747 Tech Line: 1-800-824-3005 Fax: 1-800-832-9538 www.leviton.com 
© 2014 Leviton Manufacturing Co., Inc. All rights reserved. Subject to change without notice.

RTD01-10

IPL06-10

RPI06-1L

IllumaTech Preset Slide Controls
  Fluid slide movement allows fine adjustment of light level 

with minimal effort
  Captive wraparound slide bar remains securely attached
 Compatible with dimmable LED and CFL lamps 
 Easy to use push button switch with green LED locator 
  Push button switch acts as an air gap switch completely 

disconnecting power from unit for bulb changing 
 Slide controls travel approximately 20mm
  Power failure recovery ensures retention of last setting 

before power interruption
  Quiet 1.5 amp fan speed controls are ideal for libraries, 

home offices, bedrooms and any area where ceiling fan 
noise could become distracting. Full range 5 amp fan speed 
controls are also available

IllumaTech LED/CFL/Incandescent Dimmer
  IPL06 designed specifically for dimmable LED and 

CFL lamps as well as incandescent
 Features a built-in starting technology for CFL lamps
  Wider dimming range on LED and CFL lamps than 

conventional incandescent dimmers
  Optional programming feature allows for users to  

modify the dimming range to optimize low light level  
performance when required

IllumaTech 0-10V LED/Fluorescent Dimmer
  IP710-DL designed specifically for Mark-7® 0-10V 

fluorescent ballast 
  IP710-LF designed for use with LED fixtures using 0-10V 

power supplies
 Dual voltage 120V/277V; 28 mAmps maximum sink current
 No power pack required for switching  

IllumaTech Rotary Controls
  Rotary knob with contemporary styling
  Quiet 1.5 amp fan speed controls are perfect for libraries, 

home offices, bedrooms and any area where ceiling fan 
noise could become distracting

  Dual fan speed control and dimmer is ideal for ceiling  
fans with built-in light fixtures

SPECIFICATIONS
  Operating 0˚C – 55˚C
  Non-operating 10˚C – 85˚C
  Relative humidity, non-condensing 20% to 90%
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AGENCY STANDARDS AND COMPLIANCE
 UL Listed (File #E-31373)
 CSA Certified (File #LR-3413)

IllumaTech Preset Slide Controls

IllumaTech Dual Controls IllumaTech Rotary Controls

Color Change Kit for IllumaTech Slide Controls 
(Preset Kit Shown)

Leviton Mfg. Co., Inc. 
201 North Service Road, Melville, NY 11747 Tech Line: 1-800-824-3005 Fax: 1-800-832-9538 www.leviton.com 
© 2014 Leviton Manufacturing Co., Inc. All rights reserved. Subject to change without notice.

Note: Sharing a neutral wire may cause flickering. Connect all 
devices to the same phase or run a separate neutral to each 
phase. Consult Leviton Techline if problems persist.

Warning: When retrofitting Mark 10® Powerline dimming 
ballasts into fixtures that originally had Instant Start ballasts, 
the sockets MUST be replaced with Rapid Start sockets 
to allow proper dimmer operation and prevent property 
damage, injury or death. Refer to the instructions 
provided with the ballast and the Leviton dimmer.

INSTALLATION CONSIDERATIONS

Frame

Strap

Snaps
Push in 2 
Locations

ON/OFF 
LED

Slider

DIMENSIONAL DRAWINGS

IPL06: LED and CFL lamps marked or rated as dimmable can be 
used with this dimmer. For a complete list of approved LED and 
CFL lamps visit www.leviton.com/universal
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Use Leviton Power Extenders to extend the load capacity of box mounted 
dimmers. Leviton Power Extenders are available for incandescent, magnetic 
low voltage, electronic low voltage, Mark 10® Powerline fluorescent dimming 
ballasts or equivalents and 0-10 VDC dimmable fluorescent ballasts such as 
Mark 7® 0-10V, OSRAM Sylvania Quicktronic® Helios™ or equivalent ballasts.

 –  CFL mode for dimmable CFLs. This feature 
provides a higher starting voltage that is 
required for many Compact Fluorescent Lamps.

 –  LED/Incandescent mode provides optimized 
dimming for LED lamps and for incandescent 
operation.

 –  Switch also enables the programming mode 
allowing users to change the dimmer low 
light settings for applications where the user 
experiences unstable light or flicker.

Lamp Selector/ 
Programming 
Switch
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WARRANTY INFORMATION
 Limited Five-Year Warranty

DIAGRAM 1 DIAGRAM 2

WIRING DIAGRAMS

Leviton Mfg. Co., Inc. 
201 North Service Road, Melville, NY 11747 Tech Line: 1-800-824-3005 Fax: 1-800-832-9538 www.leviton.com 
© 2014 Leviton Manufacturing Co., Inc. All rights reserved. Subject to change without notice.

Maximum Load for Multi-Gang Applications
In multi-gang applications derating may be required in accordance with the following charts. For controls with side sections fin 
removal may be required (consult instruction sheets for further details).

Hot (Black)

Neutral (White)

Dimmer

Black

Green
Ground

Black

White

Red

Line 
120VAC, 60Hz

Red

Insulating
Label

Hot (Black)

Neutral (White)

3-Way Switch

Red

Green
Ground

Green
Ground

Black

White

Red

Line 
120VAC, 60Hz

Common
Terminal

(Black Screw)Dimmer

CAT. NO. SINGLE 2-GANG 3-GANG OR MORE

IPI06-1L 600W 500W 400W

IPI10-1L 1000W 800W 700W

IPL06-10 600W Incandescent 
150W LED/CFL

500W Incandescent 
150W LED/CFL

400W Incandescent 
150W LED/CFL

IPE04-1L 400VA (320W) 350VA (280W) 250VA (200W)

IPM06-1L 600VA (450W) 500VA (375W) 400VA (300W)

IPM10-1L 1000VA (800W) 800VA (640W) 700VA (560W)

IP710-DL 1200VA/1500VA 1200VA/1500VA 1200VA/1500VA

IP710-LF 1200VA/1500VA 1200VA/1500VA 1200VA/1500VA

IPX06-10 600VA 500VA 400VA

IPX10-10 1000VA 800VA 700VA

IPX06-70 600VA 600VA 600VA

IPX12-70 1200VA 1200VA 1200VA

IPF01-1L 1.5A 1.5A 1.5A

IPF05-1L 5A 4.1A 3.3A

RP106-IL 600W 500W 400W

RPI06-10 600W 500W 400W

RTF01-10 1.5A 1.5A 1.5A

RTD01-10 300W/1.5A 300W/1.5A 300W/1.5A

Single Pole Wiring 3-Way Wiring
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Leviton Manufacturing Co., Inc. 
201 North Service Road, Melville, NY 11747-3138 

Leviton Manufacturing of Canada, Ltd. 

Leviton S. de R.L. de C.V. 

Visit our website at www.leviton.com 
© 2014 Leviton Manufacturing Co., Inc. All rights reserved. Subject to change without notice. G-8146E/L13-dp

ORDERING INFORMATION

All IllumaTech Preset and Rotary Dimmers provide single pole (one location) or 3-way (two location) control when used 
with a 3-way switch.

IllumaTech controls come packaged with three colors. Products with suffix (-Z) include White, Ivory and Light Almond. Color Change Kits for  
IllumaTech Preset Slide Controls available in the following colors: White (-W), Ivory (-I), Light Almond (-T), Gray (-G), Black (-E), Red (-R) and Brown (-B).

Mark 10® Powerline and Mark 7® 0-10V are registered trademarks of Advance Transformer Co.
Decora and IllumaTech are registered trademarks and Decora Plus is a trademark of Leviton Manufacturing Co., Inc.

Color Change Kits for IllumaTech Slide Controls
DESCRIPTION CAT. NO. COLOR*

Color Change Kit IPKIT-00 W, I, T, G, E, R, B

Color Change Kit for IPL06; no LED IPKIT-LN W, I, T, G, E, R, B

Color Change Kit for Fan Speed Control IPQFK-00 W, I, T, G, E, R, B

* NAFTA Compliant models available. For more information visit www.leviton.com/nafta

DESCRIPTION CAT. NO. RATING
(For multi-gang installation, see derating chart)

COLOR

Incandescent Dimmer with LED locator IPI06-1L* 600W-120VAC Z

Incandescent Dimmer with LED locator IPI10-1L 1000W-120VAC Z

LED/CFL/Incandescent Dimmer, no LED  IPL06-10 600W Incandescent 
150W LED & CFL 120VAC

Z

Magnetic Low Voltage Dimmer with LED locator IPM06-1L 600VA (450W)-120VAC Z

Magnetic Low Voltage Dimmer with LED locator IPM10-1L 1000VA (800W)-120VAC Z

Electronic Low Voltage Dimmer with LED locator; 
neutral required

IPE04-1L* 400VA (320W)-120VAC Z

Fluorescent Dimmer for Mark 10® 
Powerline Ballast, no LED locator

IPX06-10 600VA-120VAC Z

Fluorescent Dimmer for Mark 10® 
Powerline Ballast, no LED locator

IPX10-10* 1000VA-120VAC Z

Fluorescent Dimmer for Mark 10® 
Powerline Ballast, no LED locator

IPX06-70 600VA-277VAC Z

Fluorescent Dimmer for Mark 10® 
Powerline Ballast, no LED locator

IPX12-70 1200VA-277VAC Z

Fluorescent Dimmer for Mark 7® 0-10V 
Ballast with LED locator

IP710-DL* 1200VA @120VAC 
1500VA @ 277VAC

Z

LED Dimmer for 0-10V power supplies, 
no LED locator

IP710-LFZ* 1200VA @120VAC 
1500VA @ 277VAC

Z

Quiet Fan Speed Control with LED locator IPF01-1L 1.5A-120VAC Z

Fully Variable Fan Speed Control with LED locator IPF05-1L 5A-120VAC Z

Rotary Incandescent Dimmer with LED locator RPI06-1L 600W-120VAC Z

Rotary Incandescent Dimmer, no LED locator RPI06-10 600W-120VAC Z

Quiet Fan Speed Control, single pole only, 
no LED locator

RTF01-10 1.5A-120VAC Z

Rotary Dual Quiet Fan Speed Control and Dimmer, 
single pole only, no LED locator

RTD01-10 1.5A Fan Control/ 
300W Dimmer

Z
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