
RediMat, by Detectable Warning 
Systems, is the original flexible 
surface applied ADA truncated 
dome mat which conforms to 

uneven surfaces. RediMats have 
factory applied adhesive, which 

means installation can be 
accomplished in about ten 

minutes on sound asphalt or 
concrete surfaces. 

Tech notes:

· Yellow 3’ x 4’ in-line dome mats 
stocked.  Other sizes, colors and offset 
dome mats available by special order.

· Concrete or asphalt surface must be 
clean and dry at time of installation.  Do 
not install over dirty, damp or wet 
surfaces.

· Follow the manufacturer’s instructions 
for best results. 

· 5/32” Drill or roto-hammer bit required 
for proper installation.
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RediMat

DWS-RM Y3X4

DWS-RM EDGE SEAL
DWS-ROLLER

3’ x 4’ IN-LINE DOME REDIMAT
INCLUDES:
MOUNTING SCREWS AND
WASHERS
(1) TUBE EDGE SEAL W/EVERY
TWO MATS PURCHASED.
POLYURETHANE EDGE SEALER
REDIMAT ROLLER
LOANER ROLLER AVAILABLE
WITH DEPOSIT
 

JBC
ROLL UP SIGNS

RediMat PI Sheet
RediMat Submital information
RediMat Installation instructions 

REDIMAT
IS STOCKED IN YELLOW.

BRICK RED, CHARCOAL GREY AND
BLACK AVAILABLE BY SPECIAL ORDER 

INSTALLATION VIDEO

R

https://www.google.com/maps/place/Traffic+Supply,+Inc/@33.1190695,-117.1061288,17z/data=!4m12!1m6!3m5!1s0x80dbf4eb81a3f059:0x2b645342ca44ff4c!2sTraffic+Supply,+Inc!8m2!3d33.118974!4d-117.105894!3m4!1s0x80dbf4eb81a3f059:0x2b645342ca44ff4c!8m2!3d33.118974!4d-117.105894
http://www.trafficsupplyinc.com/
http://static1.1.sqspcdn.com/static/f/1261756/27620938/1544140620410/2017+redimat-sheet.pdf?token=36rIJIGppj4U%2FEJV2ilrW8bSWNg%3D
http://static1.1.sqspcdn.com/static/f/1261756/27620935/1499727228280/2017+redimat-spec-submittal-2014.pdf?token=0IDEH8Ufmtmy7kRBDE9abTpMs2A%3D
http://static1.1.sqspcdn.com/static/f/1261756/27620937/1499727282793/2017+redimat_install_instructions.pdf?token=s8hmhsIgtVKoefu5%2FneNji5a3xY%3D
https://youtu.be/xPp-UL4laXk
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