
entrada RAG BRIGHT 300
Specification Data Sheet

Product Description 

Entrada is what made the Moab brand famous. Entrada Rag Bright 300 is a double-sided award 
winning art paper made of 100% cotton and exhibits a bright surface to bring your vision to life. 
This naturally acid- and lignin-free paper offers an expanded color gamut, maximum contrast 
and high ink load that is compatible with both dye and pigment inks.  Made in USA

-Available in single sided rolls

 
Application

Photography, Portrait, Posters, Graphic Art Reproduction

Physical Speci�cations

Type of Material
Basis Weight
Caliper
Buffering
Whiteness (RTM-0013)
OBA Content
Acid Free
PH Value
Surface

Recommendations
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100% Cotton 
300gsm
22.5mil
Calcium carbonate
95%
Yes
Yes
8
Matte

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................
                                                                     .............................................................................

Aqueous Piezo Printer Compatibility
Aqueous Thermal Printer Compatibility
Ink Compatibility
Storage

Print Settings & ICC Profile

All
All
Pigment, Dye
72°F (22°C); Relative Humidity: 30-70% (Store in
original packaging)
Our Custom ICC Profile will produce optimum 
results 


