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GENERAL CONSTRUCTION NOTES
1.    ALL WORK SHALL CONFORM TO THE REQUIREMENTS OF THE LATEST      

ADOPTED EDITION OF THE CALIFORNIA BUILDING  CODE AND ALL OTHER      
APPLICABLE LOCAL AND STATE CODES, ORDINANCES AND REGULATIONS.

 
2.   THE CONTRACTOR AND/OR SUBCONTRACTORS SHALL VISIT THE SITE 

PRIOR TO SUBMITTING BIDS.

3.  ALL CURVE TO CURVE AND CURVE TO TANGENT LINES SHALL BE NEAT,     
TRIM, SMOOTH AND UNIFORM.

4. ALL PAVED SURFACES SHALL HAVE A MINIMUM OF 3 1/2" THICKNESS.

5. ALL CONCRETE TO HAVE A MINIMUM COMPRESSIVE STRENGTH OF 2500 
PSI  @ 28 DAYS.  USE TYPE V CEMENT.

6.  ANY ADDITIONAL LANDSCAPE FILL SOIL FOR GRADING TO BE SANDY LOAM.
      PROVIDE SAMPLE FOR LANDSCAPE ARCHITECT'S APROVAL.

CONSTRUCTION LEGEND

1. INSTALL 18" X 24" TURF BLOCK ON 8" DEEP AGGREGATE BASE AND 2" DEEP SAND SETTING BED.  TURF BLOCK SUPPLIED BY 

RCP BLOCK & BRICK, ENCINITAS YARD,  577 N. VULCAN AVE.  ENCINITAS, CA 92024PH: (760) 753-1164.  REFER TO DETAIL A, SHT. L- 2.

2. INSTALL 3" X 4" X 24" PRECAST CONCRETE INTERLOCKING PAVERS ON 8" DEEP AGGREGATE BASE AND 2" DEEP SAND SETTING 

BED OR 6・THICK CONCRETE SUB-SLAB UNDER HEAVY VEHICLE TRAFFIC AREA.   PAVERS MANUFACTURED BY STEPSTONE, 

NARROW MODULAR PAVER, COLOR; 1406 ALMOND, LIGHT SANDBLAST FINISH.  REFER TO DETAIL B, SHT. L- 2.

3. CONSTRUCT NATURAL CONCRETE DRIVEWAY AND WALKWAYS TO MATCH EXISTING WALKWAY FINISH 6" THICK AT VEHICULAR 

CIRCULATION, 4' AT PEDESTRIAN ACCESS.  REFER TO STRUCTURAL ENGINEERS PLAN FOR STEEL SCHEDULE.  PROVIDE ¼" WIDE 

SAW CUT JOINTS AS SHOWN ON PLAN.  PROVIDE EXPANSION JOINTS ALONG WALLS AND BUILDING AS INDICATED ON PLAN.  REFER 

TO DETAIL C, SHT. L- 2.  PROVIDE A SMOOTH TROWEL (SHINER) FINISH BAND AND A BROOM FINISH IN THE FIELD, TO BE APPROVED 

BY LANDSCAPE ARCHITECT.  APPLY 2-COATS CEMENTONE SEALER BY L.M. SCOFIELD PER MANUFACTURES SPECIFICATIONS.

4. CONSTRUCT 6" WIDE X 6" DEEP NATURAL CONCRETE MOW STRIP.    PROVIDE ¼" WIDE SAW CUT JOINTS AT 10' O.C.   

REFER TO DETAIL D, SHT. L- 2.

5. INSTALL BRONZE ANODIZED ALUMINUM ARMREST EMBEDDED IN CONCRETE BENCH @ 4' O.C.  REFER TO PLAN FOR LOCATIONS, 

COLOR; BRONZE #4, AS MANUFACTURED BY CRANEVEYOR CORP. SOUTH EL MONTE, (888) 501-0050   , OR APPROVED EQUAL.     

REFER TO DETAIL E, SHT. L- 2. 

6. CONSTRUCT NATIVE STONE VENEER SEAT WALL WITH NATURAL CONCRETE CAP WITH 1" BULLNOSE, PROVIDE SMOOTH FINISH.  

STONE VENEER ON WALLS, PILASTERS, AND CURBS TO MATCH EXISTING (30% 8"-10" PICOS SAND RIVER ROCK, 70% RANCHO 

SANTA FE RUBBLE).  REFER TO DETAIL E, SHT. L- 2.

7. CONSTRUCT _" HIGH CONCRETE BLOCK PLANTER WALL WITH NATIVE STONE VENEER AND STONE CAP.   STONE VENEER ON WALLS, 

PILASTERS, AND CURBS TO MATCH EXISTING (30% 8"-10" PICOS SAND RIVER ROCK, 70% RANCHO SANTA FE RUBBLE).  REFER TO 

DETAIL F, SHT. L- 2.  REFER TO ARCHITECTS PLAN FOR WATERPROOFING MEMBRANE AND FRENCH DRAIN SYSTEM.  REFER TO 

STRUCTURAL ENGINEERS PLAN FOR FOOTING SIZE AND STEEL SCHEDULE.

8. CONSTRUCT 6" HIGH NATIVE STONE CURB. STONE VENEER ON WALLS, PILASTERS, AND CURBS TO MATCH EXISTING (30% 8"-10" 

PICOS SAND RIVER ROCK, 70% RANCHO SANTA FE RUBBLE).  REFER TO DETAIL G, SHT. L- 2.

9. CONSTRUCT POURED IN PLACE NATURALCONCRETE STEPS.  REFER TO DETAIL I, SHT. L- 2.

10. INSTALL BRONZE ANODIZED ALUMINUM GUARDRAIL,COLOR; BRONZE #4, AS MANUFACTURED BY CRANEVEYOR CORP.  

SOUTH EL MONTE, (888) 501-0050   , OR APPROVED EQUAL.    REFER TO DETAIL J, SHT. L- 2.

11. CONSTRUCT 6" HIGH POURED IN PLACE NATURAL CONCRETE CURB.  REFER TO DETAIL D, SHT. L- 2.

12. INSTALL DECORATIVE GRAVEL WITH RECYCLED PLASTIC HEADER.

13. EXISTING 42" HIGH STEEL BOLLARDS.  PROTECT IN PLACE.

14. EXISTING METAL ELECTRICAL VAULT.  PROTECT IN PLACE.

15. EXISTING CONCRETE SIDEWALK.  PROTECT IN PLACE.

16. EXISTING METAL UTILITY VAULT.  PROTECT IN PLACE.

17. REMOVE EXISTING WOOD BOARDWALK AND REPLACE WITH INTERLOCKING PAVERS.  INSTALL 3" X 4" X 24" PRECAST CONCRETE 

INTERLOCKING PAVERS ON 6" THICK CONCRETE SUB-SLAB UNDER HEAVY VEHICLE TRAFFIC AREA.   PAVERS MANUFACTURED BY 

STEPSTONE, NARROW MODULAR PAVER, COLOR; 1406 ALMOND, LIGHT SANDBLAST FINISH.  REFER TO DETAIL B, SHT. L- 2.

18. INSTALL NEW BEACH SHOWER WITH POTABLE WATER SUPPLY, AS MANUFACTURED BY OUTDOOR SHOWER CO., LTD.  DALLAS, 

866 746-9371, MODEL # PS-3200-2X-ADA, 2 SHOWER HEADS, 2 FOOT WASH (NO HOSE BIB).  INSTALL PER MANUFACTURER'S 

SPECIFICATIONS.  PROVIDE STAINLESS STEEL HANDLE ISOLATION VALVE SET IN VALVE BOX LOCATED IN NEAREST PLANTER AREA. 

REFER TO DETAIL H, SHT. L- 2.

19. CONSTRUCT _" HIGH CONCRETE BLOCK RETAINING WALL WITH NATIVE STONE VENEER AND STONE CAP.   STONE VENEER ON 

WALLS, PILASTERS, AND CURBS TO MATCH EXISTING (30% 8"-10" PICOS SAND RIVER ROCK, 70% RANCHO SANTA FE RUBBLE).  

REFER TO DETAIL F, SHT. L- 2.  REFER TO ARCHITECTS PLAN FOR WATERPROOFING MEMBRANE AND FRENCH DRAIN SYSTEM.  

REFER TO STRUCTURAL ENGINEERS PLAN FOR FOOTING SIZE AND STEEL SCHEDULE.

20. INSTALL 6" WIDE METAL CHANNEL DRAIN.  REFER TO CIVIL ENGINEER'S PLAN.

21. SQUARE VALVE BOX, TYP.

22. NEW LAWN AREA, REFER TO PLANTING PLAN.

23. EXISTING WOOD POLE WALL TO REMAIN.  PROTECT IN PLACE.

24. EXISTING CONCRETE RAMP TO REMAIN.  PROTECT IN PLACE.

25. REGRADE AREA AT EXISTING RESTROOM TO MATCH NATURAL BLUFF.  REFER TO CIVIL ENGINEER'S PLAN.

26. EXISTING CONCRETE GRADE BEAM TO REMAIN.  PROTECT IN PLACE.

27. FIVE (5) NEW LIGHT BOLLARD TO MATCH HEISLER PARK.  REFER TO ELECTRICAL ENGINEER'S LIGHTING PLAN.

28. EXISTING CONCRETE WALL TO BE SHORED UP WHERE GRADING EXPOSES FOOTING.   INSTALL NATIVE STONE VENEER AND STONE 

CAP.   STONE VENEER ON WALLS, PILASTERS, AND CURBS TO MATCH EXISTING (30% 8"-10" PICOS SAND RIVER ROCK, 70% RANCHO 

SANTA FE RUBBLE).  REFER TO DETAIL F, SHT. L- 2. 

29. EXISTING TRANSFORMER.  PROTECT IN PLACE.

30. EXISTING BOARDWALK.  PROTECT IN PLACE.

31. 12" WIDE CONTINUOUS NATURAL CONCRETE BAND TO MATCH CONCRETE PAVING BAND.  PROVIDE ¼" WIDE SAW CUT JOINTS AS 

SHOWN ON PLAN.  PROVIDE EXPANSION JOINTS @ 20' O.C. AND ALONG WALLS AND BUILDING AS INDICATED ON PLAN.  WHERE THE 

EXISTING CONCRETE HEADER EXISTS, REMOVE THE TOP 6" OF CONCRETE.  REFER TO DETAIL B, SHT. L- 2. 
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