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Chapter 1

Welcome to eXterity Build

Welcome to the eXterity Build Installation Guide. For information on using
eXterity Build, please see your eXterity Build User Guide.

eXterity Build accelerates the customization of transactional portals by
facilitating the modification of a supporting object model.

This guide is designed for those installing the eXterity Build application. It
is organized into the following chapters.

Chapter 1 — Welcome to eXterity Build

This chapter introduces you to eXterity Build, the contents of this guide,
and support information.

Chapter 2 — eXterity Build Installation

This chapter provides information on how to install the eXterity Build
application.
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WELCOME TO EXTERITY BUILD

Contacting InSystems for Help

Customer Support hours are 8:00 A.M. to 8:00 P.M. (Eastern Standard
Time), Monday through Friday. Outside of these hours, leave a detailed
message and you will be contacted during regular business hours. Please
provide detailed information (see the Support Checklist below).

Contact Information

Mail: Customer Support
InSystems Corporation
19 Allstate Parkway, Suite 400
Markham, Ontario, L3R 5A4

Phone: (905) 513-7466

Fax: (905) 513-1684
E-mail: support@insystems.com
Web: http://www.insystems.com

Visit our Web site for updates, answers to Frequently Asked Questions, and
other customer support information. We appreciate and are always
interested in your comments, so feel free to give us feedback on our
products and documentation.

Support Checklist

When contacting Customer Support, please provide the following

information:

. Your name, company name, e-mail address, and phone number.

. Calligo version number.

. The InSystems product version number (such as Calligo Customizer,

InSystems Correspondence, Calligo Doc Services, Calligo
Dispatcher, or any other).

. The name and version of the network software.

. Word processor and version (if applicable).
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CONTACTING INSYSTEMS FOR HELP

. Database and version (if applicable).
. Error messages and the circumstances of their occurrence.
. A full description of the problem:

. What happened? What were the sequence of events that preceded the
problem?

. In which screen or window did the problem occur?
. Was the problem the result of pressing a key?
. Did the screen freeze? What functions of the software are affected?

. How many people are affected?
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Chapter 2

eXterity Build Installation

This chapter describes conditions that must exist before you install eXterity
Build. It also describes the procedures you perform to install and configure
eXterity Build.
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EXTERITY BUILD INSTALLATION

Prerequisites

This section describes the existing applications and tools you must acquire
before you can install and configure eXterity Build.

Client Workstation Configuration

The following is the minimum recommended hardware and software
requirments for eXterity Build.

Hardware

CPU - PentiumlIl 350MHz

Memory — 512MB RAM

Hard Drive — minimum of 500MB free disk space
100MB network card

Software

This software must be previously installed on the client (user’s) local
workstation before installing eXterity Build:

Windows NT with the latest service pack for both the model
repository and client machine

Java Runtime Environment (JRE) 1.3.1

Ant (Version 1.5.1 or higher). Ensure you make the installation path
as short as possible. The following JAR files must be present:

* antjar

*  optional.jar

*  xerceslmpl.jar

e xml-apis.jar
Borland Together Edition for JBuilder (Version 6.0 or higher)
Xalan-J (Version 2.4.1 or higher)
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PREREQUISITES

. Internet Explorer or Netscape Navigator configured to point at the
URL for the installed instance of Calligo 4.3.

Central Server Configuration

The following is the minimum recommended software requirments for
eXterity Build.

Software

This software must be previously installed on the central server before
installing eXterity Build:

. Calligo DMS (Version 4.3 or higher)

For information on the hardware & software requirements of Calligo DMS
4.3, please refer to the appropriate installation documentation.

Pre-Conditions

The following Calligo DMS configurations and preconditions are necessary
to use eXterity Build:

. a root access point in the central repository (Calligo DMS) must be
determined that permits entry to the generic username and password
assigned to the eXterity Build user for which this installation is being
performed. See Installation Procedure on page 12, step 17. This
access point is the default directory to which the user is sent when
accessing Calligo DMS so they will have an easier navigation path to
the data they are using.

. a generic username and password must be established within the
central repository (Calligo DMS) and permissions set to the
appropriate levels to permit the following activities:

a. creation of new files
b. reserving of existing files
c. un-reserving of existing files

creation of new file version.

=
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EXTERITY BUILD INSTALLATION
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. you must be able to successfully access the system network
environment using your unique username and password. You can test
this during installation by way of a Test button. See Installation
Procedure on page 12, step 9.

Calligo DMS Configuration

Calligo DMS requires some configuration to work successfully with
eXterity Build. Contact the system administrator for Calligo DMS to notify
them of the requirements described in this section and to perform the
necessary set up.

In eXterity Build, a shared user account is used to access the central
repository (Calligo DMS). This repository user account name and password
combination is captured at installation time and written and stored in the
local configuration (the properties file for the Ant script). See Installation
Procedure on page 12, step 17.

eXterity Build users must also have their own user accounts whose names
must also be entered at installation time (see step 9 in Installation
Procedure on page 12). These are also written in eXterity Build’s local
configuration.

To keep track of the repository operations that eXterity Build users perform
on the object model packages, Calligo DMS must be configured with a
category named Eureka possessing two attributes named created and
reserved. The created attribute stores the name of the eXterity Build
user (not to be confused with the Calligo DMS user) that created an object
model package.

The reserved attribute stores the name of the eXterity Build user that
reserved the package. If no user has the package reserved, this attribute
must be created or default to unreserved, or contains an empty string.

Properties for the created attribute are:

type Text Field
name created
rows locked yes

rows max 1
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PREREQUISITES

rows default

1

order after none
show in search yes
required yes
length | 32
display length 32

Properties for the reserved attribute are

type Text Field
name created
rows locked yes

rows max 1

rows default 1

order after created
show in search yes
required no

length 32

display length 32
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EXTERITY BUILD INSTALLATION

Installation Procedure

This section describes the steps you follow to install the eXterity Build
application.

1.  Using Windows Explorer, click Setup.exe on the eXterity Build
distribution material CD.

The system initiates the eXterity Build installation application. A
welcome dialog box appears.

‘t InSystems eXterity Build _ |E||1|

InSystems Corporation

InSystems eXterity Build

exterity build

InstallShield

| |

Note: you can cancel the installation of the eXterity Build application at anytime.
Click Cancel on any installation application dialog box. A confirmation
message box appears. Click Yes and the installation process halts and you
are returned to the operating system. If you decide not to halt the
installation process, click No on the confirmation message box and you are
returned to the installation application dialog box.

2. Click Next.
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INSTALLATION PROCEDURE

The installation application displays the next dialog box.

& InSystems eXterity Build =10l x|

Flease enteryour Company Code and Serial Mumber provided by your
InSysterns Representative. Ifyou require assistance, please consult
your manuals for technical support contact information.

Campany Code

Serial Mumber

(insystems
exterity build

InstallZhield

= Back | Mext = | Carncel

3.  Enter the Company Code and Serial Number given to you from
InSystems.

4. Click Next.
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EXTERITY BUILD INSTALLATION

The installation application displays the InSystems Licensing

Agreement.

-lolx
Please read the fallowing license agreement carefully.
INSYSTEMS CORPORATION. =

exterity build

InstallShield

ELECTROMIC BOFTWARE LICENSE AGREEMENT
FOR THE EXTERITY SOFTWARE

MOTICE TO LICEMSEE:

‘fouruse ofthe exterity i) software and documentatian is governed
by the terms and conditions of a Software License Agreement between
wau or your arganization and InSystems Corporation. "lnSystems").
The exterity software and all intellectual property rights therein

are owned salely and exclusively by InSystems and its licensors,

and constitutes valuable confidential infarmation and property of InSystems.
By installing this software, you agree to comply with and be bound

by all ofthe terms and conditions of the Soflware License Agreement.
Ifyou are unsure of your organization's license status or require

a capy of the Software License Agreement, please contact your
cantract administratar or InSystems at (905) 513-1400.

Kl

® accept the terms ofthe license agreement.;

" Ido not acceptthe terms of the license agreement.

<gack | Mew= |

-

Cancel

5.  Confirm your acceptance of the terms and conditions of the

InSystems Licensing Agreement. Click Next.
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INSTALLATION PROCEDURE

The installation application displays the next dialog box.

=T

InSysterns eXterity Build will be installed in the following root folder. Ifthis is a new
installation, you have the option of changing the default folder by typing the full path to yaur
desired root folder ar by using Browse to locate your desired root folder.

Directary Mame:

|C:unSystemslexterimElund

Browse... |

(Insystems
exterity build

InstallEhield

P e

6.  Enter the destination path to where you want the Build application
installed on the user’s machine.

Note: a default path appears in the Directory Name field. It is recommended that
you use this default. If you choose to enter a different path, avoid using a
long path name as eXterity Build requires you to enter it as part of the path
on a Windows command line (see the eXterity Build User Guide for more
information).

7. Click Next.

A confirmation message appears if the destination path you entered
does not exist.

Create the directory x|

The directory does not exist. Do you want to create it?
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EXTERITY BUILD INSTALLATION

8.  Click No to return to the installation application and enter another
path. Click Yes to have the installation application create the
directory you specified.

The installation application displays the next dialog box.

‘t InSystems eXterity Build _ ||:||1|

Callign server

Callign server port
2083

DS Connection
[LiveLinkDB

The root folder to access

Calligo user name

Calligo user passwaord

Test ..

exterity build

InstallShield

= Back | Mext = | Cancel

9.  Enter the following information and click Test to ensure the
information exists or is properly configured:

e the Calligo Server (Machine) name

e listening port

¢ DMS connection

* the root folder (that is, the access point)
e Calligo username

e Calligo password

Important: the Calligo DMS username and password entered here is the username and
password combination that is used to access Calligo DMS and test the
configuration and to populate Calligo DMS artifacts.
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INSTALLATION PROCEDURE

A confirmation box appears, notifying you if the test was successful
or unsuccessful.

meo x|

Test completed successiully

Click OK to return to the installation application.

10. If the test was unsuccessful, correct the information you entered. If
the test was successful, click Next.

The installation application displays the next dialog box.

& InSystems eXterity Build =10l x|

Wark Area

Flease enterWork Area location
|c‘tW0rk

Browse... |

~,

exterity build

InstallShield

=Back |} MNext= | Cancel |

11. Enter the path of the local work area where eXterity Build is to place
object model packages retrieved from Calligo DMS when you use the
viewModel or editModel commands (see the eXterity Build User
Guide for more information).
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EXTERITY BUILD INSTALLATION

Note: a default path appears in the Directory Name field. It is recommended that
you use this default. However, you can Click Browse to navigate to and
select an existing work area.

12. Click Next.
The installation application displays the next dialog box.

il

Together

Flease enter Together location

exterity build

4% .
A Ic.ITogetherJ
/.%‘. Browse... |
| o)
InstallShield
cack | | Cancel |

13. Enter the location of the modeling tool (Together) that was previously
installed or click Browse to navigate to and select the location where
Together is installed.

14. Click Next.
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INSTALLATION PROCEDURE

The installation application displays the next dialog box.

& Insystems eXterity Build =10l x|

Jakarta Ant

Flease enter Jakarta Ant location

exterity build

§ | Cant
K.%‘. Browse... |
=]
InstallShield
N | Cancel |

15. Enter the location of the Jakarta library (Ant) that was previously
installed or click Browse to navigate to and select the location where
the Jakarta library is installed.

16. Click Next.
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EXTERITY BUILD INSTALLATION

The installation application displays the next dialog box.

& InSystems eXterity Build =10l

Eureka User Mame and Password to access calligo

User Name

Password

(nsystems
exterity build

InstallZhield
= Hack | Mext = | Cancel |

17. Enter the username and password that is to be used by the eXterity
Build user for whom this installation is being performed. This
combination is used by eXterity Build to copy, retrieve, and update
object model packages from the user’s local work area.

18. Click Next.
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INSTALLATION PROCEDURE

The installation application displays the next dialog box, showing
some details of the installation information you have specified and
the hard drive disk space required to install the application.

=

Maote: The size specified far each feature indicates the additional disk space needed

InSystems exterity Build will be installed in the following location:
ClnSystemsiexterityBuild
far a total size:

7.6MB

™y

exterity build

i

InstallShield

19. Click Next.
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EXTERITY BUILD INSTALLATION

The installation application displays the next dialog box.

=

wiould you like to view the README naw?
® ves
 No

~

exterity build’

InstallShield

20. Select the Yes option and click Next to finish the installation process
and open the ReadMe file for viewing

or

Select the No option and click Next to finish the installation process
without opening the ReadMe file for viewing.

The installation application proceeds with the installation of the Build
application. New directories are created on the user's machine if
necessary and eXterity Build-related command scripts are installed.
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INSTALLATION PROCEDURE

The installation application displays the next dialog box.

=101

The InstallShield Wizard has successfully installed InSystems eXterity Build. Choose
Finish to exit the wizard.

exterity build

InstallShield

21. Click Finish to complete the installation process.

The system has successfully installed the eXterity Build application on the
user's workstation. A local work area has been established on the user's
workstation. The configuration file contains the necessary parameter values
for the Build commands to operate as expected.

Important: The following Third Party software is installed during the eXterity Build
1.0 application installation process:

e LAPI9.0

e Jakarta Digester 1.0

e Jakarta Collections 1.0
e Jakarta Beanutils 1.0
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24

Installing when a Current Installation Exists

If eXterity Build has already been installed and you attempt to install the
application again, the installation program detects the current installation of
Build and uses the following information specified from the prior
installation:

. company code

. serial number

. licensing agreement acceptance
. application destination.

The installation application then proceeds from step 9 in the installation
process.
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