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Jaw crusher: device to break apart rocks or large pieces of ore.

Lane mill: popular brand of modernized Chilean mill.

Leaching: processing method by which particles of metal, usually gold, are dissolved
out of low-grade ore, often with cyanide solution.

Lead, ledge, lode: fissures containing ore, in contrast to placer; loosely speak-
ing, a vein.

Ore: mixture of rock and valuable mineral or element; mineral is a combination of
of elements (borates, salt) or single element (native copper).
Rock is also a colloquial term for ore.

Patent: transfer of ownership of public land to individual, such as mine owner or
homesteader.

Placer: deposit of sand or gravel containing particles of metal, such as gold or tin, or
gemstones.

Quicksilver: older term for mercury.

Raise and winze: upward and downward passages cut from drift.
Reduction works: plant to process ore, usually a mill, sometimes a smelter.
Refinery: plant to purify metals found in bullion.

shaft: a downward passage into the earth, usually vertical, sometimes inclined.
On geological maps, shafts are marked with a half-enclosed square.

Smelter: processing plant using chemicals and great heat to separate metals out
of ore. .

Stamp mill: processing plant in which ore is ground to dust with huge, iron-covered
pestles (stamps); also called quartz mill. Unit holding stamps, usually five,
is battery.

Stope: excavated part of a mine.

Sulphurets: older term for sulphides (iron, lead, etc.), which make gold more diffi-
cult to remove fram ore. '

Tailings: pile of crushed ore left from milling; often contains considerable metal.
Wwhim: animal- or steam-powered capstan, used as a hoist.

wright Act: California law (1887) that permitted formation of irrigation districts;
stimulated land boom.

ADDITION:
Location: act of filing claim (not merely finding deposit).

Bond: to lease a mine, in which the lease-holder leaves a deposit with the owner.




